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	Reason for change:
	In current TS 38. 213, the first Type-2 sub-codebook is generated for PDSCH reception scheduled by a single-cell scheduling DCI. If a UE is configured by maxNrofCodeWordsScheduledByDCI with reception of two transport blocks for at least one configured DL BWP of at least one serving cell, the number of HARQ-ACK bits for each DCI is two. However, for second Type-2 sub-codebook generation, the description of ‘if maxNrofCodeWordsScheduledByDCI is 2 for the serving cell mc’ is not clear. It can be modified as description for first Type-2 codebook, which is ‘if UE is configured by maxNrofCodeWordsScheduledByDCI with reception of two transport blocks for at least one configured DL BWP of serving cell mc’.
1) [bookmark: _GoBack]Additionally, the condition of the following highlighted text is redundant and can be removed.
“if maxNrofCodeWordsScheduledByDCI is 2 for serving cell , if any, from the more than one serving cells”
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	· The content “if maxNrofCodeWordsScheduledByDCI is 2 for serving cell ” is replaced  by “if UE is configured by maxNrofCodeWordsScheduledByDCI with reception of two transport blocks for at least one configured DL BWP of serving cell m”.
· Removing the redundant description of “if any, from the more than one serving cells” 
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[bookmark: _Toc161999123]9.1.3.1	Type-2 HARQ-ACK codebook in physical uplink control channel
< Unchanged parts are omitted >
while 
 
if harq-ACK-SpatialBundlingPUCCH is not provided,
while 
if PDCCH monitoring occasion  is before an active UL BWP change on the serving cell of PUCCH transmission if the UE is provided pucch-sSCellDyn, or an active UL BWP change on the PCell if the UE is not provided pucch-sSCellDyn
;
else
[bookmark: _Hlk160534812]if there is a PDSCH reception on serving cell  that is scheduled by a DCI format scheduling more than one PDSCHs that provide respective more than one transport blocks with enabled HARQ-ACK information on respective more than one serving cells, where the DCI format is associated with a PDCCH reception in PDCCH monitoring occasion  and c is the smallest serving cell index among the more than one serving cells
if 
; 
end if
; 
if 
; 
else 
;
end if
;
;
while 
if the UE is scheduled PDSCH reception on serving cell , if any, from the more than one serving cells
if UE is configured by maxNrofCodeWordsScheduledByDCI with reception of two transport blocks for at least one configured DL BWP of serving cell mif maxNrofCodeWordsScheduledByDCI is 2 for serving cell , if any, from the more than one serving cells
 = HARQ-ACK information bit corresponding to the first transport block of this cell
 = HARQ-ACK information bit corresponding to the second transport block of this cell
;
else
 = HARQ-ACK information bit corresponding to the transport block of this cell
;
end if
end if
;
end while
while  
= NACK;
;
end while
;
end if
;
end if
end while
else
while 
if PDCCH monitoring occasion  is before an active UL BWP change on the serving cell of PUCCH transmission if the UE is provided pucch-sSCellDyn, or an active UL BWP change on the PCell if the UE is not provided pucch-sSCellDyn
;
else
if there is a PDSCH reception on serving cell  that is scheduled by a DCI format scheduling more than one PDSCHs that provide respective more than one transport blocks with enabled HARQ-ACK information on respective more than one serving cells, where the DCI format is associated with a PDCCH reception in PDCCH monitoring occasion  and c is the smallest serving cell index among the more than one serving cells
if 
; 
end if
; 
if 
; 
else 
;
end if
;
;
while 
if the UE is scheduled PDSCH reception for transport blocks with enabled HARQ-ACK information on serving cell , if any, from the more than one serving cells
if UE is configured by maxNrofCodeWordsScheduledByDCI with reception of two transport blocks for at least one configured DL BWP of serving cell mif maxNrofCodeWordsScheduledByDCI is 2 for serving cell  
if the PDSCH reception provides two transport blocks
 = binary AND operation of the HARQ-ACK information bits corresponding to the first and second transport blocks of this cell
else
 = HARQ-ACK information bit corresponding to the first transport block of this cell
end if
else
= HARQ-ACK information bit of this cell
end if
;
end if
;
end while

< Unchanged parts are omitted >

