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In RAN1#117, RAN1 received an LS from RAN2 regarding the content of forwarded assistance information from the LMF. In this contribution, we discuss the content of the LS reply from RAN1 for the received LS.
Draft reply for LS related to PRU
In RAN1#117, the following question was received from RAN2 via LS [1].
	RAN2 respectfully asks RAN1 to confirm whether LMF should forward the NR DL-AoD measurements (NR-DL-AoD-SignalMeasurementInformation-r16 IE) of the PRU to the target UE and clarify the use case for forwarding the NR DL-AoD measurements of PRU to target UE.


The forwarded NR DL-AoD measurements contain assistance information that are not available in measurement report for timing information. One of them is nr-DL-PRS-RxBeamIndex-r16 which indicates whether the PRU used the same Rx beam to receive DL-PRS. Orientation of the PRU may affect the phase measurement made by the PRU. Therefore, any information that may hint orientation of the PRU or details related to reception at the PRU should be forwarded to the target UE so that the target UE can determine whether the forwarded NRCPD can be used for double differential processing. 
In addition, as measurements under the AoD positioning method are associated with the assistance information, all elements under NR-DL-AoD-SignalMeasurementInformation-r16 should be forwarded to the target UE. Thus the following observation and proposal are made.
Observation 1 : UE rotation may affect the phase measurement made by the UE
Proposal 1: Reply to RAN2 that NR DL-AoD measurements (NR-DL-AoD-SignalMeasurementInformation-r16 IE) of the PRU should be forwarded to the target UE, as specified in TS 37.355 v18.1.0
Conclusion.
In this contribution, the following proposals are made related to the LS draft reply.
Observation 1 : UE rotation may affect the phase measurement made by the UE
Proposal 1: Reply to RAN2 that NR DL-AoD measurements (NR-DL-AoD-SignalMeasurementInformation-r16 IE) of the PRU should be forwarded to the target UE, as specified in TS 37.355 v18.1.0
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