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	Reason for change:
	Based on the current spec for RedCap UE, if the active DL BWP is not the initial DL BWP, the UE determines PDCCH monitoring occasions for the search space set #0 only if the CORESET bandwidth is within the active DL BWP and the active DL BWP has same SCS configuration and same cyclic prefix as the initial DL BWP, i.e., separate initial DL BWP.

However, the SCS and CP for separate initial DL BWP could be configured with a different value than NR’s CORESET#0 or NR’s UE’s initialDownlinkBWP. In this case, if the non-initial DL BWP contains CORESET#0 and the RedCap wants to decode SS0(with SCS1) and other transmissions (with SCS2), there is a decoding problem since there are two different SCSs in one BWP.

	
	

	Summary of change:
	For RedCap UE, clarify that the non-initial DL BWP has the same SCS and CP as initialDownlinkBWP or CORESET#0, instead of separate initial DL BWP. 

	
	

	Consequences if not approved:
	[bookmark: _GoBack]RedCap UEs do not have the capability to decode transmissions with different SCSs in one non-initial active DL BWP.
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*** Unchanged parts are omitted ***
For unpaired spectrum operation, a DL BWP from the set of configured DL BWPs with index provided by BWP-Id is linked with an UL BWP from the set of configured UL BWPs with index provided by BWP-Id when the DL BWP index and the UL BWP index are same. For unpaired spectrum operation, a UE does not expect to receive a configuration where the center frequency for a DL BWP is different than the center frequency for an UL BWP when the BWP-Id of the DL BWP is same as the BWP-Id of the UL BWP.
[bookmark: _Hlk535002764]For each DL BWP in a set of DL BWPs of the PCell, a UE can be configured CORESETs for every type of CSS sets and for USS as described in clause 10.1. The UE does not expect to be configured without a CSS set on the PCell in the active DL BWP.
If a UE is provided controlResourceSetZero and searchSpaceZero in PDCCH-ConfigSIB1 or PDCCH-ConfigCommon, the UE determines a CORESET for a search space set from controlResourcesetZero as described in clause 13 and for Tables 13-0 through 13-10, and determines corresponding PDCCH monitoring occasions as described in clause 13 and for Tables 13-11 through 13-15. If the active DL BWP is not the initial DL BWP, the UE determines PDCCH monitoring occasions for the search space set only if the CORESET bandwidth is within the active DL BWP and the active DL BWP has same SCS configuration and same cyclic prefix as the initial DL BWP provided by initialDownlinkBWP or as the PDCCH reception in the CORESET for Type0-PDCCH CSS set.
For each UL BWP in a set of UL BWPs of the PCell, or of the PUCCH-SCell, or of the PUCCH-sSCell the UE is configured resource sets for PUCCH transmissions as described in clause 9.2.1. 
*** Unchanged parts are omitted ***

