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*** Unchanged parts are omitted ***
[bookmark: _Toc155777316]5.1	UE procedure for receiving the physical downlink shared channel
*** Unchanged parts are omitted ***
The UE is not expected to decode a PDSCH scheduled with C-RNTI, MCS-C-RNTI, G-RNTI for multicast or broadcast, MCCH-RNTI, multicast-MCCH-RNTI, G-CS-RNTI or CS-RNTI if another PDSCH in the same cell scheduled with RA-RNTI or MSGB-RNTI partially or fully overlap in time. 
A UE indicating supportOfRedCap or supportOfERedCap capability but not indicating eRedCapNotReducedBB-BW is not required to decode a PDSCH scheduled with MCCH-RNTI, G-RNTI for multicast in RRC_INACTIVE state if the number of PRBs scheduled in DCI scrambled with G-RNTI or MCCH-RNTI is larger than the maximum DL bandwidth that the UE supports.
Furthermore, a UE indicating supportOfERedCap-r18 capability but not indicating eRedCapNotReducedBB-BWFG 48-2 is not expected to decode a PDSCH scheduled with C-RNTI, MCS-C-RNTI, G-RNTI for multicast or broadcast, MCCH-RNTI, multicast-MCCH-RNTI, G-CS-RNTI or CS-RNTI in the same or next slot if another PDSCH in the same cell is scheduled with RA-RNTI or MSGB-RNTI, when the PDSCH scheduled with RA-RNTI or MSGB-RNTI is allocated more than 25 PRBs when configured with SCS m = 0 or more than 12 PRBs when configured with SCS m = 1.
The UE in RRC_IDLE and RRC_INACTIVE modes shall be able to decode two PDSCHs each scheduled with SI-RNTI, P-RNTI, RA-RNTI or TC-RNTI, where the PDSCH scheduled with TC-RNTI for a reduced capability UE 
that indicates supportOfERedCap-r18 is allocated no more than 25 PRBs when configured with SCS m = 0 or no more than 12 PRBs when configured with SCS m = 1, with the two PDSCHs partially or fully overlapping in time in non-overlapping PRBs.
*** Unchanged parts are omitted ***

