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< Start of change request >
8.1.4	UE procedure for determining the subset of resources to be reported to higher layers in PSSCH resource selection in sidelink resource allocation mode 2
<Unchanged part omitted>
The UE shall assume that any set of  contiguous sub-channels or  contiguous sub-channels in  contiguous RB sets included in the corresponding resource pool within the time interval  correspond to one candidate single-slot resource or the UE shall assume that any set of  contiguous sub-channels or  contiguous sub-channels in  contiguous RB sets in  consecutive slots included in the corresponding resource pool within the time interval  correspond to one candidate multi-slot resource for UE performing full sensing. The UE shall assume that any set of  contiguous sub-channels or  contiguous sub-channels in  contiguous RB sets included in the corresponding resource pool in a set of Y candidate slots within the time interval  correspond to one candidate single-slot resource or the UE shall assume that any set of  contiguous sub-channels or  contiguous sub-channels in  contiguous RB sets in  consecutive slots included in the corresponding resource pool in a set of Y candidate slots within the time interval  correspond to one candidate multi-slot resource for UE performing periodic-based partial sensing together with contiguous partial sensing and resource (re)selection triggered by periodic transmission (), or in a set of Y' candidate slots within the time interval  correspond to one candidate single-slot resource or one candidate multi-slot resource for UE performing at least contiguous partial sensing and resource (re)selection triggered by aperiodic transmission (), where
< End of change request >

