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	Reason for change:
	In the previous meeting, it has been agreed that simulMultiTriggerSingleMeasReport is used when the UAV is transferring measurement results to the network in TS38.331, but the description for this capability in TS38.306 has not been aligned.

	
	

	Summary of change:
	Change the description for simulMultiTriggerSingleMeasReport as follows:
Indicates whether the UE supports, for all the events of the same type for which the measurement reporting was triggered, measurement reporting considering only the configuration of the event with the smallest value between the altitude of the UE and the corresponding altitude threshold, as specified in TS 38.331 [9].Indicates whether the UE supports, for all the entries in the VarMeasReportList for which the measurement reporting procedure was triggered and the corresponding reportConfig is configured with the same eventID, the removal of all other measurement reporting entries from the VarMeasReportList except for the entry corresponding to the event for which the difference between the configured altitude threshold and the altitude of the UE is the smallest, as specified in TS 38.331 [9].

Impact Analysis
Impacted 5G architecture options: 
NR SA

Impacted functionality: 
NR UAV

Inter-operability: 
Given that the signalling and the UE behavior description is present in TS 38.331, the change proposed hereby for TS 38.306 is only to maintain consistency across specifications, and there is no real interoperability issue if only the NW or only the UE implements this CR.

	
	

	Consequences if not approved:
	The description for simulMultiTriggerSingleMeasReport in TS 38.306 is not aligned with TS 38.331.
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[bookmark: _Toc162955687]
4.2.24	Aerial UE Parameters
	Definitions for parameters
	Per
	M
	FDD-TDD DIFF
	FR1-FR2 DIFF

	simulMultiTriggerSingleMeasReport-r18
Indicates whether the UE supports, for all the events of the same type for which the measurement reporting was triggered, for all the events of the same type for which the entry condition applicable for the event has been satisfied, measurement reporting considering only the configuration of the event with the smallest value between the altitude of the UE and the corresponding altitude threshold, as specified in TS 38.331 [9].	Comment by Samsung (Sangyeob): We think that it is sufficient to describe that only one MR needs to be triggered in case multiple MR was triggered as this UE capability implies. The detailed UE behaviour (e.g. to remove the all other entries in the VarMeasReportList) can be just referred to the 38.331. So, we suggest the following update: 
“Indicates whether the UE supports, for all the events of the same type for which the measurement reporting was triggered, measurement reporting considering only the configuration of the event with the smallest value between the altitude of the UE and the corresponding altitude threshold, as specified in TS 38.331 [9].”	Comment by Nokia: We agree with Samsung’s update. In general, we would be OK to simplify it even more (assuming the details are/should be anyway described in 38.331) and say: “indicates whether the UE supports a single measurement reporting when multiple altitude-dependent events trigger the measurement reporting, as specified in TS 38.331 [9]”	Comment by LGE (Soo Kim): We agree with Samsung's update that simplifies the explanation while also adding some detail on how to trigger MR based on distance.	Comment by Lenovo: Whatever you can agree on, you also may think about updating the definition in 38.331 accordingly or to remove to avoid any misalignment issue:

-- Support of reporting only the measurement report corresponding to the event with the smallest value between the
    -- altitude of the UAV and the altitude threshold for which the altitude-related entering condition e.g. A3H1-2 is satisfied, when
    -- multiple events of the same type (Hx or AxHy) for the same MO (for AxHy) are triggered simultaneously.
    simulMultiTriggerSingleMeasReport-r18         ENUMERATED {supported}                               OPTIONAL,
	UE
	No
	No
	No
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