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1. Overall Description:

In TS 38.321, it is specified that
[bookmark: _Toc171712890]5.22.1.2b	Re-selection for using a received resource conflict indication
If the MAC entity has been configured with Sidelink resource allocation mode 2 to transmit using pool(s) of resources in a carrier as indicated in TS 38.331 [5] based on full sensing, or partial sensing or random selection or any combination(s), the MAC entity shall for each Sidelink process:
1>	if sl-interUECoordinationScheme2 enabling reception/transmission of a resource conflict indication is configured by RRC; and
<Text Removed>	Comment by Apple - Zhibin Wu 1: The beginning of the next paragraph:

1>	if sl-interUECoordinationScheme2 enabling reception/transmission of a resource conflict indication is configured by RRC; and


Needs to be added in the box, so RAN1 can understand more clearly this is talking about IUC schem 2 case
But it is not clear to RAN2 whether the configuration of both Inter-UE coordination scheme-2 and random-selection is supported or not.	Comment by Huawei, HiSilicon: I understand we are asking whether or not IUC schem2 and random selection are configured at the same time? Then wording "co-configuration of IUC scheme2 and random selection" is better, otherwise "at the same time" is needed. "configuration of both..." could be misunderstood as "configure IUC schem2 and then configure random selection at late time"?	Comment by Apple - Zhibin Wu 1: Suggest to change to “whether a mode-2 normal resource pool is allowed to be configured with IUC scheme 2 and “random selection” resource selection scheme simultaneously?	Comment by OPPO (Qianxi Lu): This Q applies to e-pool as well, i.e., whether IUC scheme-2 is applicable to e-pool, I think (?)	Comment by ZTE_Weiqiang Du: Do we need to clarify that this Random-selection is the mode configured in normal resource pool. Since random selection is supported in exceptional pool, and RAN1 is confused about this in previous LS.

Q1: Is configuration of both Inter-UE coordination scheme-2 and random-selection is supported or not, for normal resource pool and for exceptional resource pool?
2. Actions:
To RAN WG1
ACTION: RAN2 respectfully asks RAN1 to provide answer to Q1 above. 

3. Date of Next RAN WG2 Meetings:
RAN2#127-bis	2024-10-14~2024-10-18	Hefei, CN 
RAN2#128	2024-11-18~2024-11-22	Orlando, US
