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<<<<<<<<<<<<<<<<<<<< Change Begin >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc51776010][bookmark: _Toc56773032][bookmark: _Toc64447661][bookmark: _Toc74152317][bookmark: _Toc88654170][bookmark: _Toc99056239][bookmark: _Toc99959172][bookmark: _Toc105612358][bookmark: _Toc106109574][bookmark: _Toc112766466][bookmark: _Toc113379382][bookmark: _Toc120091935][bookmark: _Toc162946142]9.1.4	Messages for Measurement Information Transfer Procedures
<<<<<<<<<<<<<<<<<<<<Unchanged Text Omitted >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc51776055][bookmark: _Toc56773077][bookmark: _Toc64447706][bookmark: _Toc74152362][bookmark: _Toc88654215][bookmark: _Toc99056284][bookmark: _Toc99959217][bookmark: _Toc105612403][bookmark: _Toc106109619][bookmark: _Toc112766511][bookmark: _Toc113379427][bookmark: _Toc120091980][bookmark: _Toc162946188]9.2.37	TRP Measurement Result
This information element contains the measurement result.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Measured Result Item
	
	1 .. <maxnoPosMeas>
	
	
	-
	

	>CHOICE Measured Results Value
	M
	
	
	
	-
	

	>>UL Angle of Arrival
	
	
	9.2.38
	
	
	

	>>UL SRS-RSRP
	
	
	INTEGER (0..126)
	
	
	

	>>UL RTOA Measurement
	
	
	9.2.39
	
	
	

	>>gNB Rx-Tx Time Difference
	
	
	9.2.40
	
	
	

	>>Z-AoA
	
	
	9.2.67
	
	YES
	reject

	>>Multiple UL-AoA
	
	
	9.2.71
	
	YES
	reject

	>>UL SRS-RSRPP
	
	
	9.2.72
	
	YES
	reject

	>>UL RSCP
	
	
	9.2.92
	
	YES
	reject

	>Time Stamp
	M
	
	9.2.42
	
	-
	

	>Measurement Quality
	O
	
	9.2.43
	
	-
	

	>Measurement Beam Information
	O
	
	9.2.57
	
	-
	

	>SRS Resource type
	O
	
	9.2.73
	
	YES
	ignore

	>ARP ID
	O
	
	9.2.75
	
	YES
	ignore

	>LoS/NLoS Information
	O
	
	9.2.77
	
	YES
	ignore

	>Mobile TRP Location Information
	O
	
	9.2.88
	
	YES
	ignore

	>Measured Frequency Hops
	O
	
	ENUMERATED (singleHop, multiHop, …)
	
	YES
	ignore

	>Aggregated Positioning SRS Resource ID List 
	
	0..1
	
	Indicates the used SRS for positioning resources across aggregated carriers.
	YES
	ignore

	>>Aggregated Positioning SRS Resource ID Item
	
	1..< maxnoaggregatedPosSRS-Resources >
	
	
	-
	

	>>>Positioning SRS Resource ID
	M
	
	INTEGER (0..63)
	
	
	

	> Measurement Based On Aggregated Resources
	O
	
	ENUMERATED(true, …)
	
	YES
	ignore



	Range bound
	Explanation

	maxnoPosMeas
	Maximum no. of measured quantities that can be configured and reported with one positioning measurement message. Value is 16384.

	maxnoaggregatedPosSRS-Resources
	Maximum no of aggregated Positioning SRS resources per UL BWP. Value is 3.



<<<<<<<<<<<<<<<<<<<<Unchanged Text Omitted >>>>>>>>>>>>>>>>>>>

[bookmark: _Toc534903103][bookmark: _Toc51776082][bookmark: _Toc56773104][bookmark: _Toc64447734][bookmark: _Toc74152390][bookmark: _Toc88654244][bookmark: _Toc99056335][bookmark: _Toc99959268][bookmark: _Toc105612454][bookmark: _Toc106109670][bookmark: _Toc112766563][bookmark: _Toc113379479][bookmark: _Toc120092035][bookmark: _Toc162946257]9.3.5	Information Element definitions
<<<<<<<<<<<<<<<<<<<<Unchanged Text Omitted >>>>>>>>>>>>>>>>>>>>
	id-PRSBWAggregationRequestIndication,
	id-AggregatedPosSRSResourceID-List,
	id-AggregatedPRSResourceSetList,
	id-TRPPhaseQuality,
	id-ValidityAreaSpecificSRSInformation,
	id-TxHoppingConfiguration,
	id-MeasuredFrequencyHops,
	id-ReportingGranularitykminus1AdditionalPath,
	id-ReportingGranularitykminus2AdditionalPath,
	id-ReportingGranularitykminus3AdditionalPath,
	id-ReportingGranularitykminus4AdditionalPath,
	id-ReportingGranularitykminus5AdditionalPath,
	id-ReportingGranularitykminus6AdditionalPath,
	id-MeasBasedOnAggregatedResources

<<<<<<<<<<<<<<<<<<<<Unchanged Text Omitted >>>>>>>>>>>>>>>>>>>>
MeasBasedOnAggregatedResources ::= ENUMERATED { true, ... }

<<<<<<<<<<<<<<<<<<<<Unchanged Text Omitted >>>>>>>>>>>>>>>>>>>>
TrpMeasurementResult ::= SEQUENCE (SIZE (1.. maxnoPosMeas)) OF TrpMeasurementResultItem
TrpMeasurementResultItem ::= SEQUENCE {
	measuredResultsValue				TrpMeasuredResultsValue,
	timeStamp							TimeStamp,
[bookmark: _Hlk50054026]	measurementQuality					TrpMeasurementQuality						OPTIONAL,
	measurementBeamInfo					MeasurementBeamInfo				OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer {{TrpMeasurementResultItem-ExtIEs}}		OPTIONAL,
	...
}

TrpMeasurementResultItem-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	{ ID id-SRSResourcetype	CRITICALITY ignore EXTENSION SRSResourcetype PRESENCE optional}|
	{ ID id-ARP-ID		CRITICALITY ignore EXTENSION ARP-ID 	PRESENCE optional}|
	{ ID id-LoS-NLoSInformation		CRITICALITY ignore EXTENSION LoS-NLoSInformation		PRESENCE optional }|
	{ ID id-Mobile-TRP-LocationInformation	CRITICALITY ignore EXTENSION Mobile-TRP-LocationInformation	PRESENCE optional }|
[bookmark: _Hlk159006157]	{ ID id-MeasuredFrequencyHops			CRITICALITY ignore EXTENSION MeasuredFrequencyHops					PRESENCE optional }|
	{ ID id-AggregatedPosSRSResourceID-List	CRITICALITY ignore EXTENSION AggregatedPosSRSResourceID-List	PRESENCE optional }|
	{ ID id-MeasBasedOnAggregatedResources			CRITICALITY ignore EXTENSION MeasBasedOnAggregatedResources PRESENCE optional },
,
	...
}

<<<<<<<<<<<<<<<<<<<<Unchanged Text Omitted >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc534903105][bookmark: _Toc51776084][bookmark: _Toc56773106][bookmark: _Toc64447736][bookmark: _Toc74152392][bookmark: _Toc88654246][bookmark: _Toc99056337][bookmark: _Toc99959270][bookmark: _Toc105612456][bookmark: _Toc106109672][bookmark: _Toc112766565][bookmark: _Toc113379481][bookmark: _Toc120092037][bookmark: _Toc162946259]9.3.7	Constant definitions
<<<<<<<<<<<<<<<<<<<<Unchanged Text Omitted >>>>>>>>>>>>>>>>>>>>
id-ValidityAreaSpecificSRSInformation							ProtocolIE-ID ::= 135
id-RequestedSRSPreconfigurationCharacteristics-List				ProtocolIE-ID ::= 136
id-SRSPreconfiguration-List										ProtocolIE-ID ::= 137
id-SRSInformation												ProtocolIE-ID ::= 138
[bookmark: _Hlk159006691]id-TxHoppingConfiguration										ProtocolIE-ID ::= 139
id-MeasuredFrequencyHops										ProtocolIE-ID ::= 140
id-ReportingGranularitykminus1									ProtocolIE-ID ::= 141
id-ReportingGranularitykminus2									ProtocolIE-ID ::= 142
id-ReportingGranularitykminus3									ProtocolIE-ID ::= 143
id-ReportingGranularitykminus4									ProtocolIE-ID ::= 144
id-ReportingGranularitykminus5									ProtocolIE-ID ::= 145
id-ReportingGranularitykminus6									ProtocolIE-ID ::= 146
id-ReportingGranularitykminus1AdditionalPath					ProtocolIE-ID ::= 147
id-ReportingGranularitykminus2AdditionalPath					ProtocolIE-ID ::= 148
id-ReportingGranularitykminus3AdditionalPath					ProtocolIE-ID ::= 149
id-ReportingGranularitykminus4AdditionalPath					ProtocolIE-ID ::= 150
id-ReportingGranularitykminus5AdditionalPath					ProtocolIE-ID ::= 151
id-ReportingGranularitykminus6AdditionalPath					ProtocolIE-ID ::= 152
id-MeasBasedOnAggregatedResources								ProtocolIE-ID ::= xxx

<<<<<<<<<<<<<<<<<<<< Change End >>>>>>>>>>>>>>>>>>>>

