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//////////////////////////////////////////////////////////////irrelevant operations skipped/////////////////////////////////////////////////////////////////////
[bookmark: _Toc105175291][bookmark: _Toc113826321][bookmark: _Toc170746934]9.2.2.11	Served Cell Information NR
This IE contains cell configuration information of an NR cell that a neighbouring NG-RAN node may need for the Xn AP interface.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	NR-PCI
	M
	
	INTEGER (0..1007, …)
	NR Physical Cell ID
	–
	

	NR CGI
	M
	
	9.2.2.7
	
	–
	

	TAC
	M
	
	9.2.2.5
	Tracking Area Code
	–
	

	RANAC
	O
	
	RAN Area Code
9.2.2.6
	
	–
	

	Broadcast PLMNs
	
	1..<maxnoofBPLMNs>
	
	Broadcast PLMNs in SIB1 associated to the NR Cell Identity in the NR CGI IE.
	–
	

	>PLMN Identity
	M
	
	9.2.2.4
	
	–
	

	CHOICE NR-Mode-Info
	M
	
	
	
	–
	

	>FDD
	
	
	
	
	
	

	>>FDD Info
	
	1
	
	
	–
	

	>>>UL NR Frequency Info
	M
	
	NR Frequency Info
9.2.2.19
	This IE is ignored for NR operating bands for which uplink range of NREF is not defined in section 5.4.2.3 of TS 38.104 [24].
	–
	

	>>>DL NR Frequency Info
	M
	
	NR Frequency Info
9.2.2.19
	
	–
	

	>>>UL Transmission Bandwidth
	M
	
	NR Transmission Bandwidth
9.2.2.20
	This IE is ignored for NR operating bands for which uplink range of NREF is not defined in section 5.4.2.3 of TS 38.104 [24].
	–
	

	>>>DL Transmission Bandwidth
	M
	
	NR Transmission Bandwidth
9.2.2.20
	
	–
	

	>>>UL Carrier List 
	O
	
	NR Carrier List
9.2.2.63
	If included, the UL Transmission Bandwidth IE shall be ignored.
	YES
	ignore

	>>>DL Carrier List
	O
	
	NR Carrier List
9.2.2.63
	If included, the DL Transmission Bandwidth IE shall be ignored.
	YES
	ignore

	>TDD
	
	
	
	
	
	

	>>TDD Info
	
	1
	
	
	–
	

	>>>Frequency Info
	M
	
	NR Frequency Info
9.2.2.19
	
	–
	

	>>>Transmission Bandwidth
	M
	
	NR Transmission Bandwidth
9.2.2.20
	This IE is ignored if the UL Transmission Bandwidth IE and DL Transmission Bandwidth IE are included
	–
	

	>>>Intended TDD DL-UL Configuration NR
	O
	
	9.2.2.40
	
	YES
	ignore

	>>>TDD UL-DL Configuration Common NR 
	O
	
	OCTET STRING
	The tdd-UL-DL-ConfigurationCommon as defined in TS 38.331 [10]
	YES
	ignore

	>>>Carrier List 
	O
	
	NR Carrier List
9.2.2.63
	If included, the Transmission Bandwidth IE shall be ignored.
	YES
	ignore

	>>>Transmission Bandwidth asymmetric
	
	0..1
	
	This IE is included if the TDD carrier is asymmetric UL and DL
	YES
	ignore

	>>>>UL Transmission Bandwidth
	M
	
	Transmission Bandwidth
9.2.2.20
	. 
	–
	

	>>>>DL Transmission Bandwidth
	M
	
	Transmission Bandwidth
9.2.2.20
	
	–
	

	Measurement Timing Configuration
	M
	
	OCTET STRING
	Contains the MeasurementTimingConfiguration inter-node message for the served cell, as defined in TS 38.331 [10].
	–
	

	Connectivity Support
	M
	
	9.2.2.28
	
	–
	

	Broadcast PLMN Identity Info List NR
	
	0..<maxnoofBPLMNs>
	
	This IE corresponds to the PLMN-IdentityInfoList IE and the NPN-IdentityInfoList IE (if available) in SIB1 as specified in TS 38.331 [8]. All PLMN Identities and associated information contained in the PLMN-IdentityInfoList IE and NPN identities and associated information contained in the NPN-IdentityInfoList IE (if available) are included and provided in the same order as broadcast in SIB1.
NOTE: In case of NPN-only cell, the PLMN Identities and associated information contained in the PLMN-IdentityInfoList IE are not included.
	YES
	ignore

	>Broadcast PLMNs
	
	1..<maxnoofBPLMNs>
	
	Broadcast PLMNs in SIB1 associated to the NR Cell Identity IE.
	–
	

	>>PLMN Identity
	M
	
	9.2.2.4
	
	–
	

	>TAC
	M
	
	9.2.2.5
	
	–
	

	>NR Cell Identity
	M
	
	BIT STRING (SIZE(36))
	
	–
	

	>RANAC
	O
	
	RAN Area Code
9.2.2.6
	
	–
	

	>Configured TAC Indication
	O
	
	9.2.2.39a
	NOTE: This IE is associated with the TAC in the Broadcast PLMN Identity Info List NR IE
	YES
	ignore

	>NPN Broadcast Information
	O
	
	9.2.2.71
	If this IE is included the content of the Broadcast PLMNs IE in the Broadcast PLMN Identity Info List NR IE is ignored.
	YES
	reject

	Configured TAC Indication
	O
	
	9.2.2.39a
	NOTE: This IE is associated with the TAC on top-level of the Served Cell Information NR IE
	YES
	ignore

	NPN Broadcast Information
	O
	
	9.2.2.71
	If this IE is included the content of the Broadcast PLMNs IE in the top Served Cell Information NR IE is ignored.
	YES
	reject

	SSB Positions In Burst
	O
	
	9.2.2.64
	
	YES
	ignore

	NR Cell PRACH Configuration
	O
	
	OCTET STRING
	Containing 9.3.1.139 NR Cell PRACH Configuration as of TS 38.473 [41].
	YES
	ignore

	CSI-RS Transmission Indication
	O
	
	ENUMERATED (activated, deactivated, ...)
	This IE indicates the CSI-RS transmission status of the given cell.
	YES
	ignore

	SFN Offset
	O
	
	9.2.2.75
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofBPLMNs
	Maximum no. of broadcast PLMNs by a cell. Value is 12.



//////////////////////////////////////////////////////////////irrelevant operations skipped/////////////////////////////////////////////////////////////////////
[bookmark: _Toc20955408][bookmark: _Toc29991616][bookmark: _Toc36556019][bookmark: _Toc44497804][bookmark: _Toc45108191][bookmark: _Toc45901811][bookmark: _Toc51850892][bookmark: _Toc56693896][bookmark: _Toc64447440][bookmark: _Toc66286934][bookmark: _Toc74151632][bookmark: _Toc88654106][bookmark: _Toc97904462][bookmark: _Toc98868600][bookmark: _Toc105174886][bookmark: _Toc106109723][bookmark: _Toc113825545][bookmark: _Toc170756208]9.3.5	Information Element definitions
//////////////////////////////////////////////////////////////irrelevant operations skipped/////////////////////////////////////////////////////////////////////
	id-duplicationActivation,
	id-NPRACHConfiguration,
	id-QoSFlowsMappedtoDRB-SetupResponse-MNterminated,
	id-DL-scheduling-PDCCH-CCE-usage,
	id-UL-scheduling-PDCCH-CCE-usage,
	id-SFN-Offset,
	id-QoS-Mapping-Information,
	id-AdditionLocationInformation,
	id-dataForwardingInfoFromTargetE-UTRANnode,
[bookmark: _Hlk89168732]	id-Cause,
	id-SecurityIndication,
	id-RRCConnReestab-Indicator,
	id-SourceDLForwardingIPAddress,
	id-SourceNodeDLForwardingIPAddress,
	id-UERLFReportContainerLTEExtension,
	id-QosFlowMappingIndication,
	id-Transmission-Bandwidth-asymmetric,

//////////////////////////////////////////////////////////////irrelevant operations skipped/////////////////////////////////////////////////////////////////////
-- N
//////////////////////////////////////////////////////////////irrelevant operations skipped/////////////////////////////////////////////////////////////////////
NRModeInfoTDD ::= SEQUENCE {
	nrFrequencyInfo			NRFrequencyInfo,
	nrTransmissonBandwidth	NRTransmissionBandwidth,
	iE-Extension			ProtocolExtensionContainer { {NRModeInfoTDD-ExtIEs} } 	OPTIONAL,
	...
}

NRModeInfoTDD-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ID id-IntendedTDD-DL-ULConfiguration-NR	CRITICALITY ignore	EXTENSION IntendedTDD-DL-ULConfiguration-NR	PRESENCE optional }|
	{ID id-TDDULDLConfigurationCommonNR			CRITICALITY ignore	EXTENSION TDDULDLConfigurationCommonNR			PRESENCE optional }|
	{ ID id-CarrierList				CRITICALITY ignore	EXTENSION NRCarrierList			PRESENCE optional }|,
	{ID id-Transmission-Bandwidth-asymmetric	CRITICALITY ignore	EXTENSION Transmission-Bandwidth-asymmetric		PRESENCE optional }	,
	...
}

//////////////////////////////////////////////////////////////irrelevant operations skipped/////////////////////////////////////////////////////////////////////
NRTransmissionBandwidth-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

Transmission-Bandwidth-asymmetric ::= SEQUENCE {
	ul-Transmission-Bandwidth	Transmission-Bandwidth,
	dl-Transmission-Bandwidth	Transmission-Bandwidth,
	iE-Extensions				ProtocolExtensionContainer { { Transmission-Bandwidth-asymmetric-ExtIEs} } OPTIONAL,
	...
}

Transmission-Bandwidth-asymmetric-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}



//////////////////////////////////////////////////////////////irrelevant operations skipped/////////////////////////////////////////////////////////////////////
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//////////////////////////////////////////////////////////////irrelevant operations skipped/////////////////////////////////////////////////////////////////////
-- **************************************************************
--
-- IEs
--
-- **************************************************************
//////////////////////////////////////////////////////////////irrelevant operations skipped/////////////////////////////////////////////////////////////////////
id-dataForwardingInfoFromTargetE-UTRANnode															ProtocolIE-ID ::= 252
id-DirectForwardingPathAvailability																	ProtocolIE-ID ::= 253
id-SourceNG-RAN-node-ID																				ProtocolIE-ID ::= 254
id-SourceDLForwardingIPAddress																		ProtocolIE-ID ::= 255
id-SourceNodeDLForwardingIPAddress																	ProtocolIE-ID ::= 256
id-ExtendedReportIntervalMDT																		ProtocolIE-ID ::= 257
id-SecurityIndication																				ProtocolIE-ID ::= 258
id-RRCConnReestab-Indicator																			ProtocolIE-ID ::= 259
id-TargetNodeID																						ProtocolIE-ID ::= 260
id-UERLFReportContainerLTEExtension																	ProtocolIE-ID ::= 370
id-HashedUEIdentityIndexValue																		ProtocolIE-ID ::= 372
id-QosFlowMappingIndication																			ProtocolIE-ID ::= 373
id-Transmission-Bandwidth-asymmetric														ProtocolIE-ID ::= xxx

//////////////////////////////////////////////////////////////irrelevant operations skipped/////////////////////////////////////////////////////////////////////

