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This IE is used to identify the list of Public Network Integrated NPNs for MDT.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CAG List for MDT
	
	1..<maxnoofCAGforMDT>
	
	

	>CAG List for MDT Item
	
	1..<maxnoofCAGforMDT>
	
	

	>>PLMN Identity
	M
	
	9.3.3.5
	

	>>CAG ID
	M
	
	9.3.3.43
	



	Range bound
	Explanation

	maxnoofCAGforMDT
	Maximum no. of CAG IDs for MDT area scope. Value is 256.





	

9.4.5	Information Element Definitions
<<< skip unchanged ASN.1 >>>

CellIdListforQMC ::= SEQUENCE (SIZE(1..maxnoofCellIDforQMC)) OF NGRAN-CGI

CellIdListforMDT-EUTRA ::= SEQUENCE (SIZE(1..maxnoofCellIDforMDT)) OF EUTRA-CGI

CAGListforMDT ::= SEQUENCE (SIZE(1.. maxnoofCAGforMDT))OF CAGListforMDTItem 

CAGListforMDTItem ::= SEQUENCE {
	plmnID				PLMNIdentity,
	cAGID				CAG-ID,
	iE-Extensions		ProtocolExtensionContainer { {CAGListforMDTItem-ExtIEs} }	OPTIONAL,
	...
}

CAGListforMDTItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::={
	...
}
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