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Introduction
In this contribution, our views on tests for below 10 GHz bands is provided. 
Performance requirements
[bookmark: OLE_LINK13][bookmark: OLE_LINK11]The test case list for below 10GHz has been agreed in WF [1]. It should be noted that the time-based triggering methods are only applicable for NGSO, i.e. not applicable for GSO. 
[bookmark: OLE_LINK33][bookmark: _Ref163521514][bookmark: OLE_LINK12][bookmark: _Ref163521495]Observation 1: Time-based triggering method are only applicable for NGSO, i.e. not applicable for GSO. 

Therefore, GSO is not appiclable for the following tests. 
	[bookmark: _Ref142405673]Band
	Category
	Test case
	Configuration

	[bookmark: OLE_LINK14][bookmark: _Hlk166242399]Below 10 GHz
	Connected mode mobility
	[bookmark: OLE_LINK17]1. RACH-less for soft satellite switch
2. RACH-based for hard satellite switch
	Earth fixed cell
 

	Below 10 GHz
	Connected mode mobility
	[bookmark: OLE_LINK18]NTN to NTN time-based trigger CHO enhancements
Note: not test earth-moving cell
	 



[bookmark: _Ref163530238]Proposal 1: GSO test configuration is not applicable for the following tests for Below 10 GHz in Connected mode mobility:
· [bookmark: OLE_LINK19]satellite switch
· NTN to NTN time-based trigger CHO enhancements
Summary
The observations and proposals in this contribution are summarized:
Observation 1: Time-based triggering method are only applicable for NGSO, i.e. not applicable for GSO.
· satellite switch
· NTN to NTN time-based trigger CHO enhancements
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