

	
3GPP TSG-RAN WG4 Meeting # 111	R4-2407502
Fukuoka, JP,  May.20 - May.24, 2024
	CR-Form-v12.3

	CHANGE REQUEST

	

	
	38.174
	CR
	0106
	rev
	-
	Current version:
	18.4.0
	

	

	[bookmark: _Hlt497126619]For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	CR for TS 38.174, Correction on specification suffix information for IAB

	
	

	Source to WG:
	CATT

	Source to TSG:
	R4

	
	

	Work item code:
	NR_IAB-Core
	
	Date:
	2024-05-01

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19) 
Rel-20	(Release 20)

	
	

	Reason for change:
	To correct the specification suffix information for IAB.

	
	

	Summary of change:
	To add the suffix none and A for IAB.

	
	

	Consequences if not approved:
	The suffix definition of carrier aggregation would be missing.

	
	

	Clauses affected:
	4.12

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	[bookmark: _GoBack] Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ...

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


<Start of Change >
[bookmark: _Toc155358405][bookmark: _Toc161657612][bookmark: _Toc161658368]4.12	Specification suffix information
Unless stated otherwise, the suffix shown in Table 4.12-1 is used for indicating the clause for Carrier Aggregation or mobile-IAB node.
Table 4.12-1: Definition of suffixes
	Clause suffix
	Variant

	A
	Carrier Aggregation (CA)

	B
	Mobile IAB-node



An IAB-node which supports the Carrier Aggregation features needs to meet both the general requirements in clause 6, 7, 8, 9, 10, 11, 12, and the additional system parameter in clause 5 (suffix A).
An IAB-node which supports the mobile feature needs to meet both the general requirements of local area IAB-MT and the additional requirement applicable to the additional clause (suffixes B) in clauses 5, 6, 7,8,9,10,11 and 12. Where there is a difference in requirement between the general requirements and the additional clause requirements (suffixes B) in clauses 5, 6, 7,8,9,10,11 and 12, the tighter requirements are applicable unless stated otherwise in the additional clause. 
<End of Change >
