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1. [bookmark: _Hlk163241160]Introduction
So far PC2 inter-band UL CA has been limited to TDD+TDD and TDD+FDD. This proposal is to include FDD+FDD in the Release-19 HPUE basket Work Item.
2. Discussion
The Release 18 inter-band NR-CA HPUE basket Work items are limited to inter-band single band TDD, single band FDD, TDD+TDD and TDD+FDD. So far there have been no combinations with FDDD+FDD.
Before adding a new type of combination, first generic requirements are needed, The existing requirements for TDD+TDD or TDD+FDD can be applied to FDD+FDD inter-band HPUE. 
[bookmark: _Hlk166271987]Observation 1: Before adding a new type of combination, first generic requirements are needed, but the existing requirements for TDD+TDD or TDD+FDD can be applied to FDD+FDD inter-band HPUE.
Observation 2: The SAR rules for HPUE inter-band UL CA aren’t specific to TDD+TDD or TDD+FDD. They could also apply to FDD+FDD.
Observation 3: The Pcmax requirements for inter-band HPUE can be applied to FDD+FDD
Observation 4: in Table 6.2A.1.3-1: UE Power Class for uplink inter-band CA (two bands), a new Note would be required which says, “NOTE x:	The UE supports PC3 within one NR FDD band, and supports PC3 within NR TDD band.”
Observation 5: In the future, PC2 for FDD could be added. 
Proposal: Include FDD+FDD PC2 inter-band UL CA for FDD in the Release-19 inter-band CA-DC WID.

3. Summary
Observation 1: Before adding a new type of combination, first generic requirements are needed, but the existing requirements for TDD+TDD or TDD+FDD can be applied to FDD+FDD inter-band HPUE.
Observation 2: The SAR rules for HPUE inter-band UL CA aren’t specific to TDD+TDD or TDD+FDD. They could also apply to FDD+FDD.
Observation 3: The Pcmax requirements for inter-band HPUE can be applied to FDD+FDD
Observation 4: in Table 6.2A.1.3-1: UE Power Class for uplink inter-band CA (two bands), a new Note would be required which says, “NOTE x:	The UE supports PC3 within one NR FDD band, and supports PC3 within NR TDD band.”
Observation 5: In the future, PC2 for FDD could be added. 
Proposal: Include FDD+FDD PC2 inter-band UL CA for FDD in the Release-19 inter-band CA-DC WID.
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