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1	PDSCH demodulation with enhanced DMRS
RAN4#110bis agreed with the way forward on MIMO evolution for Downlink and Uplink [1]. RAN4#110bis also endorsed the draft CR on PDSCH demodulation requirements with enhanced DMRS [2]. 
	Issue 1-3-1: Minimum requirements for tests need to be defined for Rel-18 DMRS
Agreement:
· For Rank4 cases, RAN4 to use new simulation results for Rel-18 DMRS. For Rank2 cases, RAN4 to reuse requirements of Test 2-1 of Clause 5.2.2.1.1, 5.2.2.2.1. 



We provide the simulation results to finalize the PDSCH demodulation requirements with Rel-18 enhanced DMRS for Rank 4 scenario. Table 1 shows our alignment and impairment simulation results with enhanced DMRS with rank 4. 
[bookmark: _Ref149565670]Table 1	Simulation results for Rel-18 enhanced DMRS (for alignment).
	FDD/TDD
	CBW/SCS

	MCS
	DMRS ports
	Propagation condition
	Antenna configuration
	SNR (dB) to achieve 70% of the maximum throughput (alignments)
	SNR (dB) to achieve 70% of the maximum throughput (impairments)

	FDD
	10MHz/15kHz
	16QAM, 0.50
	{1000, 1001, 1008, 1009}
	TDLA30-10
	4x4 Low
	12.3
	14.3

	TDD
	40MHz/30kHz
	16QAM, 0.50
	{1000, 1001, 1008, 1009}
	TDLA30-10
	4x4 Low
	12.6
	14.6
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