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<Start of CR>
[bookmark: _Toc97737194][bookmark: _Toc106094093][bookmark: _Toc114252868][bookmark: _Toc123045996][bookmark: _Toc124157537][bookmark: _Toc124258930][bookmark: _Toc124259074][bookmark: _Toc130585831][bookmark: _Toc130586842][bookmark: _Toc137462008][bookmark: _Toc138883817][bookmark: _Toc138883961][bookmark: _Toc145426858][bookmark: _Toc155428018][bookmark: _Toc155781036][bookmark: _Toc161665335]6.2	Repeater output power
[bookmark: _Toc97737195][bookmark: _Toc106094094][bookmark: _Toc114252869][bookmark: _Toc123045997][bookmark: _Toc124157538][bookmark: _Toc124258931][bookmark: _Toc124259075][bookmark: _Toc130585832][bookmark: _Toc130586843][bookmark: _Toc137462009][bookmark: _Toc138883818][bookmark: _Toc138883962][bookmark: _Toc145426859][bookmark: _Toc155428019][bookmark: _Toc155781037][bookmark: _Toc161665336]6.2.1	General
The repeater conducted output power requirement is at the antenna connector.
The rated passband output power of the repeater type 1-C  and NCR-FwdWD type 1-C shall be as specified in table 6.2.1-1 and table 6.2.1-2.
Table 6.2.1-1: Repeater type 1-C and NCR-FWD type 1-C DL transmission classes rated output power limits for repeater classes
	Repeater class
	Prated,p,AC

	Wide Area repeater
	Note 1

	Medium Range repeater
	≤ 38 dBm + X, Note 2

	Local Area repeater
	≤ 24 dBm + X, Note 2

	NOTE 1:	There is no upper limit for the Prated,p,AC rated passband output power of the Wide Area repeater
NOTE 2:	X = 10*log (ceil (passband bandwidth/20MHz))



Table 6.2.1-2: Repeater type 1-C and NCR-FwdWD type 1-C UL transmission classes rated output power limits for repeater classes
	Repeater class
	Prated,p,AC

	Wide Area repeater
	Note 1

	Local Area repeater
	≤ 24 dBm+ X, Note 2

	NOTE 1:	There is no upper limit for the Prated,p,AC rated passband output power of the Wide Area repeater.
NOTE 2:	X = 10*log (ceil (passband bandwidth/20MHz))



The rated passband output power of the NCR-Fwd 1-H shall be as specified in table 6.2.1-3 and table 6.2.1-4.
Table 6.2.1-3: NCR-Fwd 1-H DL rated output power limits for NCR classes
	Repeater class
	Prated,c,sys
	Prated,c,TABC

	Wide Area NCR
	(Note 1)
	(Note 1)

	Medium Range NCR
	≤ 38 dBm +10log(NTXU,counted) + X (NOTE 2)
	≤ 38 dBm+ X (NOTE 2)

	Local Area NCR
	≤ 24 dBm +10log(NTXU,counted) + X (NOTE 2)
	≤ 24 dBm+ X (NOTE 2)

	NOTE 1:	There is no upper limit for the Prated,c,sys or Prated,c,TABC of the Wide Area NCR-Fwd.
NOTE 2:	X = 10*log (ceil (passband bandwidth/20MHz))



Table 6.2.1-4: NCR-Fwd 1-H UL rated output power limits for NCR classes
	Repeater class
	Prated,c,sys
	Prated,c,TABC

	Wide Area NCR
	(Note 1)
	(Note 1)

	Local Area NCR
	≤ 24 dBm +10log(NTXU,counted) + X (NOTE 2, 3)
	≤ 24 dBm+ X (NOTE 2)

	NOTE 1:	There is no upper limit for the Prated,c,sys or Prated,c,TABC of the Wide Area NCR.
NOTE 2:	X = 10*log (ceil (passband bandwidth/20MHz))
NOTE 3:	For joint transmission of NCR-FwdWD and NCR-MT, Prated,c,sys  shall apply to the total power of NCR-FwdWD and NCR-MT. 




<Next modified section>
[bookmark: _Toc13689][bookmark: _Toc4342][bookmark: _Toc155428212][bookmark: _Toc155781230][bookmark: _Toc161665529]7.5.3.3	Minimum requirement for NCR
[bookmark: _Toc4961][bookmark: _Toc7612][bookmark: _Toc155428213][bookmark: _Toc155781231][bookmark: _Toc161665530]7.5.3.3.1	Minimum requirement for NCR-Fwd
7.5.3.3.1.1	Minimum requirement for NCR-Fwd type 2-O
The requirements in clause 7.5.3.2 apply for NCR-Fwd type 2-O. The limits apply to the sum of emissions from NCR-MT and NCR-FwdWD when transmitting simultaneously.
[bookmark: _Toc155428214][bookmark: _Toc155781232][bookmark: _Toc161665531]7.5.3.3.2	Minimum requirement for NCR-MT
7.5.3.3.2.1	 Minimum requirement for NCR-MT type 2-O
For Wide Area NCR-MT type 2-O, the BS OBUE requirements specified in clause 9.7.4.3 in TS 38.104 [2] apply.
For Local Area NCR-MT type 2-O, the UE SEM requirements specified in clause 6.5.2.1 in TS 38.101-2 [14] apply.

<Next modified section>

[bookmark: _Toc31071][bookmark: _Toc3656][bookmark: _Toc155428221][bookmark: _Toc155781239][bookmark: _Toc161665538]7.5.4.3	Minimum requirement for NCR
[bookmark: _Toc28853][bookmark: _Toc21933][bookmark: _Toc155428222][bookmark: _Toc155781240][bookmark: _Toc161665539]7.5.4.3.1	Minimum requirement for NCR-Fwd
7.5.4.3.1.1	Minimum requirement for NCR-Fwd type 2-O
The requirements in clause 7.5.4.2 apply. The limits apply to the sum of emissions from NCR-MT and NCR-FwdWD when transmitting simultaneously.
[bookmark: _Toc155428223][bookmark: _Toc155781241][bookmark: _Toc161665540]7.5.4.3.2	Minimum requirement for NCR-MT
7.5.4.3.2.1	Minimum requirement for NCR-MT Type 2-O
For Wide Area NCR-MT type 2-O, the OTA TX spurious emission requirements are as defined in clause 7.5.4.2.
For Local Area NCR-MT type 2-O, the OTA TX spurious emission requirements defined for NR UE in clause 6.5.3 in TS 38.101-2 [14] apply. 



