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	Reason for change:
	Configurations for inter-band CA and NR-DC between FR1 and FR2 have been introduced since Rel-15. However, there is no explicit indication on UL MIMO support for FR1 carrier within the configurations in the current RAN4 specifications. Considering that for inter-band combinations between FR1 and FR2, UL RF requirements are independently specified for FR1 and FR2, and UL MIMO in FR1 has been supported since Rel-15, and yet many existing UEs are already capable of supporting FR1 UL MIMO under inter-band CA or NR-DC between FR1 and FR2 where the feature is also supported by the current RAN2 signaling design, it would be desired to enable the missing FR1 UL MIMO feature in inter-band CA and NR-DC between FR1 and FR2.

	
	

	Summary of change:
	Revise the specifications for inter-band CA between FR1 and FR2 by replacing the explicit feature indication in UE maximum output power sub-clause with a general referencing to FR1 and FR2 specifications respectively such that all the existing independent UL features between FR1 and FR2 can be implicitly supported.  

	
	

	Consequences if not approved:
	FR1 UL MIMO feature is missing and cannot be supported for inter-band CA and NR-DC between FR1 and FR2.       
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Table 6.2A.1.1-1: Void
For inter-band NR CA in FR1 and FR2 combined, the UE shall meet each transmitter power requirement specified in clause 6.2.1 of TS 38.101-1 [2] for NR single carrier and clause 6.2.1 and clause 6.2.1D of TS 38.101-2 [3] for NR single carrier and UL-MIMOeach frequency range independently.
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