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	Reason for change:
	TS 38.306 specifies: 
· Clause 4.2.7.10: 
pdsch-MappingTypeA
Indicates whether the UE supports receiving PDSCH using PDSCH mapping type A with less than seven symbols. This field shall be set to supported.

· Clause 4.2.1: 
NOTE 1:	The fields which indicate "shall be set to 1" or "shall be set to supported" in the following tables means these features are purely mandatory and are assumed they are the same as mandatory without capability signalling.

=> There is no need to specify a PICS mnemonic for pdsch-MappingTypeA.


	
	

	Summary of change:
	The mnemonic pc_pdsch_MappingTypeA has been deleted.


	
	

	Consequences if not approved:
	Unnecessary PICS mnemonic will remain.

	
	

	Clauses affected:
	A.4.3.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ...

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



A.4.3.2	Physical Layer Baseline Implementation Capabilities
Table A.4.3.2-1: UE Physical Layer Baseline Implementation Capabilities
	Item
	UE Physical Layer Baseline Implementation Capabilities
	Ref.
	Release
	Mnemonic
	M
	If indicated “Yes” the feature shall be implemented and successfully tested for the corresponding release
	Comments

	1
	Support PDSCH reception based on semi-persistent scheduling
	38.306, 4.2.7.10
	Rel-15
	pc_downlinkSPS
	No
	
	

	2
	Support 256QAM for PDSCH for FR1
	38.306, 4.2.7.10
	Rel-15
	pc_pdsch_256QAM_FR1
	CY
	
	Mandatory for non-RedCap UEs and optional for RedCap UEs.

	3
	Support 256QAM for PDSCH for at least one NR FR2 band
	38.306, 4.2.7.2
	Rel-15
	pc_pdsch_256QAM_FR2
	No
	
	

	4
	Support 256QAM for PUSCH for at least one NR FR1 band
	38.306, 4.2.7.2
	Rel-15
	pc_pusch_256QAM_FR1
	No
	
	

	4a
	Support 256QAM for PUSCH for at least one NR FR2 band
	38.306, 4.2.7.2
	Rel-15
	pc_pusch_256QAM_FR2
	No
	
	

	5
	Support receiving PDSCH using PDSCH mapping type A with less than seven symbols
	38.306, 4.2.7.10
	Rel-15
	N/Apc_pdsch_MappingTypeA
	Yes
	Yes
	pdsch-MappingTypeA is purely mandatory

	6
	Support receiving PDSCH using PDSCH mapping type B
	38.306, 4.2.7.10
	Rel-15
	pc_pdsch_MappingTypeB
	Yes
	
	




