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Background
Japanese network operator has a plan to introcduce an Intercarrier Roaming in Emergency in JAPAN.
Please see as follows. This is published by Japanese Ministry of Internal Affairs and Communications.
000883579.pdf (soumu.go.jp)
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Figure 1 : Image of intercarrier roaming in an emergency

As to handling of this Intercarrier Roaming, Japan will use following 3GPP features to add the affected user to Relieving Carrier.
-cell reserved for operator use
-Access Control per PLMN

We introduced the test cases related to cell reserved for operator use. 
According to current TS36.523-1[1], there are 9 test cases related to access control without checking ac-BarringPerPLMN-List. 

==
MTSI MO speech call / SSAC / 0% access probability for MTSI MO speech call
MTSI MO speech call / SSAC in Connected mode / 0% access probability for MTSI MO speech call
MTSI MO video call / SSAC / 0% access probability for MTSI MO video call
MTSI MO video call / SSAC in Connected mode / 0% access probability for MTSI MO video call
Emergency call / Success / SSAC / 0% access probability for MTSI MO speech call
Emergency call / Success / SSAC in Connected mode / 0% access probability for MTSI MO speech call
MTSI MO speech call / SCM / 0% access probability skip for MTSI MO speech cal
MTSI MO video call / SCM / 0% access probability skip for MTSI MO video call
MTSI MO SMS / SCM / 0% access probability skip for MTSI MO SMS over IP
==
So we would like to introduce test cases related to ac-BarringPerPLMN-List for stability of connectivity. 
Proposal
[bookmark: _Hlk109131426]I have a proposal to add new test cases related to ac-BarringPerPLMN-List.

Proposal: RAN5 should add a new test case to check access control due to ac-BarringPerPLMN-List.
This test case is applied to UEs supporting E-UTRA.

If this proposal is agreed, following new test case has already been submitted.
 R5-24XXXX

# Test applicability: 
  R5-24XXXX
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