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	Reason for change:
	1. The test number in Table G.3.5-1 and G.3.5-2 is wrong.
2. The RMC number of 8.3.1.1.2 is wrong.
3. The definitions of minimum test time of 8.3.1.1.1 is missing.

	
	

	Summary of change:
	1. Correct the test number and reshape the format for extensibility.
2. Correct the RMC number.
3. The definitions of minimum test time of 8.3.1.1.1 is added to Annex G.3.5 (refer to R5-177114, the mainly difference between NB-IoT and NB-IoT NTN is the introduced K-offset)
Test 1
· The period of NPDCCH UE-Specific SearchSpace is 96ms according to G=1.5 and Rmax=64.
· Number of repetition is 32 for each NPDCCH and NPDSCH. Isf=3, so 128ms (4 x 32) is needed for 1 NPDSCH. Then 2 periods of NPDCCH UE-Specific SearchSpace (96 x 2 = 192ms) and K-offset (8ms based on Table 8.3.1.1-2) total 200ms is needed to get one HARQ-ACK.
· Given SI-periodicity 640ms, the overall period is a least common multiple of 200ms and 640ms -> 3200ms.
If taking into account the collision between SIB2-NB/SIB31-NB and NPDCCH scheduling, 8 samples can be got in this period. To gather an MNAS number of 669 samples, 267600ms(3200 x 669 / 8) is needed. To shorten the test time, MNAS value is selected from the row with the biggest ER that does not exceed 1% from Table G.4.4-1.
Test 2
· The period of NPDCCH UE-Specific SearchSpace is 768ms according to G=1.5 and Rmax=256. 
· Number of repetition is 128 for NPDCCH and NPDSCH. Isf=3, so 512ms (4 x 128) is needed for 1 NPDSCH. Then 2 periods of NPDCCH UE-Specific SearchSpace (2 x 768 = 1536ms) and K-offset (8ms based on Table 8.3.1.1-2) total 1544ms is needed to get one HARQ-ACK.
· SI-periodicity doesn’t need to be taken into account because measuring target is non-anchor carrier. Then the overall period is 1544ms.
To gather an MNAS number of 758 samples, 1170352ms(1544 x 758) is needed. To shorten the test time, MNAS value is selected from the row with the biggest ER that does not exceed 1% from Table G.4.4-1.

	
	

	Consequences if not approved:
	The incorrect part will not be correct and the case will remain uncompleted.
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	Other comments:
	This CR is depend on R5-242427 and R5-242692.

	
	

	This CR's revision history:
	Revision 1: Update MNAS according to latest simulation results.
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[bookmark: _Toc524968914][bookmark: _Toc524968908]<<< START OF CHANGES 1>>>
[bookmark: _Toc22146][bookmark: _Toc232582200][bookmark: _Toc13189][bookmark: _Toc13586][bookmark: _Toc21736][bookmark: _Toc163511027]G.3.5	Minimum Test time
<<< Skip unchanged part>>>
[bookmark: OLE_LINK3]Table G.3.5-1: Minimum Test time for PDSCH for UE Category NB1
	[bookmark: MCCQCTEMPBM_00000584]Clause 8.12.1.1.2
Test
No
	Demodulation scenario
(info only)
	MNAS
(Simulation)
	MNSF (Min No Sub Frames, mandatory)

	
	
	
	HD-FDD
	TDD

	8.3.1.1.1 Test 1
	R.NB.1 FDD
(200kHz, QPSK,1/2)
(1x1)
NTN TDLC5-200
	669 (NGSO)
	267600 (NGSO) 
	N/A

	8.3.1.1.2 Test 2
	R.NB.2 FDD
(200kHz, QPSK,1/3)
(1x1)
NTN TDLA100-10
	758 (NGSO)
	1170352 (NGSO)
	N/A

	8.3.1.1.2 Test 1
	R.NB.3 6 FDD
(200kHz, QPSK,1/2)
(1x1)
EPA5
	3609
	3466000
	N/A

	8.3.1.1.2 Test 2
	R.NB.3 6-1 FDD
(200kHz, QPSK,1/2)
(1x1)
ETU1
	3609
	5544000
	N/A



Table G.3.5-2: Minimum Test time for PDSCH for UE Category NB2
	[bookmark: MCCQCTEMPBM_00000585]Clause 8.12.1.1.3
Test
No
	Demodulation scenario
(info only)
	MNAS
(Simulation)
	MNSF (Min No Sub Frames, mandatory)

	
	
	
	HD-FDD
	TDD

	8.3.1.1.31
	R.NB.7 FDD
(200kHz, QPSK,1/2)
(1x1)
EPA5
	3609
	44000
	N/A
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