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	Reason for change:
	TC 9.1.5.2.10 need UE support Dual Rx because it require UE to stay in RRC connection mode in NW A(NR Cell 1) and monitor SSB in NW B(NR Cell 12) simultaneously. 

TC 9.1.7.3 need UE support Dual Rx because it require UE to stay in RRC connection mode in NW A(NR Cell 1) and monitor paging in NW B(NR Cell 12) simultaneously.

TC 8.1.2.1.6 intend to test UE use MUSIM gap to monitor paging in NW B while UE in RRC connection mode in NW A. So if UE support Dual Rx, MUSIM gap is not needed, it can receive paging without MUSIM gap. Therefore, this TC is applicable to UE only support Single Rx.

Singe Rx and Dual Rx is defined in TR 23.761
[TR 23.761 4.2]
-	Specific to Dual-USIM devices the study shall focus on Single Rx / Single Tx UEs and Dual Rx / Single Tx UEs.
NOTE 2:	Dual Rx allows the Dual-USIM device to simultaneously receive traffic from two networks. Single Rx allows the Dual-USIM device to receive traffic from one network at one time. Single Tx allows the Dual-USIM device to transmit traffic to one network at one time.
Update 8.1.2.1.6 test applicabillity
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<Start of modified section 1>
Table 4.1-3b: Additional Information of Applicability of Protocol conformance RRC test cases, ref. TS 38.523-1 [2]
	Clause
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release other RAT

	8.1.1
	
	
	
	

	8.1.1.1
	
	
	
	

	8.1.1.1.1
	pc_inactiveState
	
	
	

	8.1.1.1.2
	pc_inactiveState
	
	
	

	8.1.1.3
	
	
	
	

	8.1.1.3.2
	
	
	
	Rel-15 E-UTRA

	8.1.1.3.4
	
	
	
	Rel-15 E-UTRA

	8.1.1.3.7a
	
	
	
	Rel-15 E-UTRA

	8.1.2
	
	
	
	

	8.1.2.1
	
	
	
	

	8.1.2.1.6
	pc_Set_MUSIM_UAI_Info_NR
	
	
	

	8.1.3
	
	
	
	

	8.1.3.1
	
	
	
	

	8.1.3.1.2
	
	
	
	

	8.1.3.1.3
	
	
	If 8.1.3.1.2 is executed this test case is optional (Note 2)
	

	8.1.3.1.4
	
	
	If 8.1.3.1.2 or 8.1.3.1.3 is executed this test case is optional (Note 2)
	

	8.1.3.1.5
	
	
	If 8.1.3.1.6 is executed this test case is optional (Note 2)
	

	8.1.3.1.6
	
	
	
	

	8.1.3.1.7
	
	
	If 8.1.3.1.5 or 8.1.3.1.6 is executed this test case is optional (Note 2)
	

	8.1.3.1.8
	
	
	If 8.1.3.1.9 or 8.1.3.1.10 is executed this test case is optional (Note 2)
	

	8.1.3.1.9
	
	
	If 8.1.3.1.10 is executed this test case is optional (Note 2)
	

	8.1.3.1.10
	
	
	
	

	8.1.3.1.23
	pc_inactiveState
	
	
	

	8.1.3.2
	
	
	
	

	8.1.3.2.6
	
	
	
	Rel-16 UTRA

	8.1.3.2.7
	
	
	
	Rel-16 UTRA

	8.1.4
	
	
	
	

	8.1.4.1
	
	
	
	

	8.1.4.1.2
	
	px_NAS_5GC_CipheringAlgorithm
px_NAS_5GC_IntegrityAlgorithm
	
	

	8.1.4.1.10
	
	
	Note 4
	

	8.1.4.2
	
	
	
	

	8.1.4.2.1
	
	
	
	

	8.1.4.2.1.1
	
	
	
	Rel-15 E-UTRA

	8.1.4.2.1.2
	
	
	
	Rel-16 EN-DC

	8.1.4.2.2
	
	
	
	

	8.1.4.2.2.1
	
	
	
	Rel-15 E-UTRA

	8.1.5
	
	
	
	

	8.1.5.1
	
	
	
	

	8.1.5.1.1
	
	
	If 8.2.1.1.2 is executed this test case is optional
	

	8.1.5.7
	
	
	
	

	8.1.5.7.1
	
	
	
	

	8.1.5.7.1.1
	
	
	If 8.1.5.7.1.2 or 8.1.5.7.1.3 is executed this test case is optional
	

	8.1.5.7.1.2
	
	
	If 8.1.5.7.1.1 or 8.1.5.7.1.3 is executed this test case is optional
	

	8.1.5.7.1.3
	
	
	If 8.1.5.7.1.1 or 8.1.5.7.1.2 is executed this test case is optional
	

	8.1.5.8
	
	
	
	

	8.1.5.8.1
	pc_inactiveState
	
	
	

	8.1.5.8.2
	
	
	
	

	8.1.5.8.2.1
	pc_inactiveState
	
	If 8.1.5.8.2.2 or 8.1.5.8.2.3 is executed this test case is optional
	

	8.1.5.8.2.2
	pc_inactiveState
	
	If 8.1.5.8.2.1 or 8.1.5.8.2.3 is executed this test case is optional
	

	8.1.5.8.2.3
	pc_inactiveState
	
	If 8.1.5.8.2.1 or 8.1.5.8.2.2 is executed this test case is optional
	

	8.1.5.9
	
	
	
	

	8.1.5.9.1
	pc_Set_UE_Cap_Info_NR
	
	
	

	8.1.6
	
	
	
	

	8.1.6.1
	
	
	
	

	8.1.6.1.3
	
	
	
	

	8.1.6.1.3.1
	
	
	If 8.1.6.1.3.5 is executed this test case is optional.
	

	8.1.6.2
	
	
	
	

	8.1.6.2.1
	
	
	
	Rel-15 E-UTRA

	8.1.6.2.2
	
	
	
	Rel-15 E-UTRA

	8.1.6.2.3
	
	
	
	Rel-15 E-UTRA

	8.1.6.2.4
	
	
	
	Rel-15 E-UTRA

	8.2.1
	
	
	
	

	8.2.2
	
	
	
	

	8.2.2.1
	
	
	
	

	8.2.2.1.1
	
	
	Only executed if test case 8.2.2.3.1 is not applicable (Note 1)
	

	8.2.2.1.2
	
	
	Only executed if test case 8.2.2.3.2 is not applicable (Note 1)
	

	8.2.3
	
	
	
	

	8.2.3.6
	
	
	
	

	8.2.3.6.1
	
	
	
	

	8.2.3.6.1a
	
	
	If 8.2.3.6.1 is executed this test case is optional (Note 3)
	

	8.2.3.6.1b
	
	
	If 8.2.3.6.1 or 8.2.3.6.1a is executed this test case is optional (Note 3)
	

	8.2.3.7
	
	
	
	

	8.2.3.7.1
	
	
	
	

	8.2.3.7.1a
	
	
	If 8.2.3.7.1 is executed this test case is optional (Note 3)
	

	8.2.3.7.1b
	
	
	If 8.2.3.7.1 or 8.2.3.7.1a is executed this test case is optional (Note 3)
	

	8.2.3.8
	
	
	
	

	8.2.3.8.1
	
	
	
	

	8.2.3.8.1a
	
	
	If 8.2.3.8.1 is executed this test case is optional (Note 3)
	

	8.2.3.8.1b
	
	
	If 8.2.3.8.1 or 8.2.3.8.1a is executed this test case is optional (Note 3)
	

	8.2.4
	
	
	
	

	8.2.4.1
	
	
	
	

	8.2.4.1.1
	
	
	
	

	8.2.4.1.1.4
	
	
	
	Rel-15 E-UTRA

	8.2.4.1.1.5
	
	
	
	Rel-15 E-UTRA

	8.2.4.1.1.6
	
	
	
	Rel-15 E-UTRA

	8.2.6
	
	
	
	

	8.2.6.1
	
	
	
	

	8.2.6.1.1
	
	
	
	

	8.2.6.1.1.1
	
	
	If 8.2.6.1.1.2 or 8.2.6.1.1.3 is executed this test case is optional
	

	8.2.6.1.1.2
	
	
	If 8.2.6.1.1.1 or 8.2.6.1.1.3 is executed this test case is optional
	

	8.2.6.1.1.3
	
	
	If 8.2.6.1.1.1 or 8.2.6.1.1.2 is executed this test case is optional
	

	8.2.6.1.2
	
	
	
	

	8.2.6.1.2.1
	
	
	If 8.2.6.1.2.2 or 8.2.6.1.2.3 is executed this test case is optional
	

	8.2.6.1.2.2
	
	
	If 8.2.6.1.2.1 or 8.2.6.1.2.3 is executed this test case is optional
	

	8.2.6.1.2.3
	
	
	If 8.2.6.1.2.1 or 8.2.6.1.2.2 is executed this test case is optional
	

	8.2.6.2
	
	
	
	

	8.2.6.2.4
	pc_reducedCP_Latency
	
	
	

	Note 1:	Test cases 8.2.2.3.1 also verifies the core requirements covered by test case 8.2.2.1.1 but it is not applicable to all UE. Test case 8.2.2.3.2 and 8.2.2.1.2 are also in the same situation.
Note 2:	Only one among the three intra-frequency, inter-frequency and inter-band variants is required to be executed making sure all three variants are tested at least once across measurement events A3/A4/A5.
Note 3:	Only intra frequency among the three (intra-frequency, inter-frequency and inter-band) variants is required to be executed for measurement events A3/A4/A5 based on initial market requirements. May change in future similar to Note 2.
Note 4:	This test case can optionally be executed from Release 15 onwards.



<End of modified section 1>


