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	Reason for change:
	Applicability for new TCs 6.4B.1.4_1.4, 6.4B.1.4_1.5, 6.4B.1.4_1.6 and 6.4B.1.4_1.7 are missing in the spec.

	
	

	Summary of change:
	Add the applicability for new TCs 6.4B.1.4_1.4, 6.4B.1.4_1.5, 6.4B.1.4_1.6 and 6.4B.1.4_1.7
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	The test case can not be completed
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[bookmark: _Toc52217971][bookmark: _Toc90971501][bookmark: _Toc36713658][bookmark: _Toc20936809][bookmark: _Toc58499583][bookmark: _Toc75510023][bookmark: _Toc100158409][bookmark: _Toc163814689][bookmark: _Toc68538440][bookmark: _Toc36713255]4.1.3	NR interworking between NR FR1 and NR FR2 and between NR and LTE conformance test cases
Table 4.1.3-1: Applicability of RF EN-DC FR1 and FR2 conformance test cases, ref. TS 38.521-3 [3]
	Clause
	TC Title
	Release
	Applicability
	Tested Bands/CA/DC-Configurations Selection
	Branch
	Additional Information

	
	
	
	Condition
	Comment
	
	
	

	6
	Transmitter characteristics
	
	
	
	
	
	

	6.2B
	Transmitter power for DC
	
	
	
	
	
	

	6.2B.1.1
	UE Maximum Output Power for Intra-Band Contiguous EN-DC
	Rel-15
	C009
	UEs supporting Intra-Band Contiguous EN-DC (2UL CCs)
	E003

	
	

	6.2B.1.2
	UE Maximum Output Power for Intra-Band Non-Contiguous EN-DC
	Rel-15
	C010
	UEs supporting Intra-Band non-contiguous EN-DC (2UL CCs)
	E004
	
	

	6.2B.1.3
	UE Maximum Output Power for Inter-Band EN-DC within FR1 (1 E-UTRA CC, 1 NR CC)
	Rel-15
	C011
	UEs supporting Inter-Band EN-DC within FR1 (2UL CCs) 
	E005
E005d
	PC3
PC2
	

	<Unchanged Parts Skipped>

	6.4B.1.3
	Frequency error for Inter-band EN-DC within FR1 (1 NR CC)
	Rel-15
	C011b
	UEs supporting inter-band EN-DC within FR1 with 1 NR UL CC
	E005b
	
	NOTE 5
Skip TC 6.4B.1.3 if UE supports SA and TS 38.521-1 TC 6.4.1 has been executed.

	6.4B.1.4
	Frequency Error for inter-band EN-DC including FR2 (1 NR CC)
	Rel-15
	C012
	UEs supporting Inter-Band EN-DC including FR2 with 1 NR UL CC
	E010
	
	NOTE 5
Skip TC 6.4B.1.4 if UE supports SA and TS 38.521-2 TC 6.4.1 has been executed.

	6.4B.1.4_1
	Frequency Error for Inter-band EN-DC including FR2 (>1 NR CC)
	
	
	
	
	
	

	6.4B.1.4_1.1
	Frequency Error for inter-band EN-DC including FR2 (2 NR CCs)
	Rel-15
	C012b
	UEs supporting Inter-Band EN-DC including FR2 with 2 NR UL CCs
	E011
	
	NOTE 5
Skip TC 6.4B.1.4_1.1 if UE supports SA and TS 38.521-2 TC 6.4A.1.1 has been executed.

	6.4B.1.4_1.2
	Frequency Error for inter-band EN-DC including FR2 (3 NR CCs)
	Rel-15
	C012c
	UEs supporting Inter-Band EN-DC including FR2 with 3 NR UL CCs
	E012
	
	NOTE 5
Skip TC 6.4B.1.4_1.2 if UE supports SA and TS 38.521-2 TC 6.4A.1.2 has been executed.

	6.4B.1.4_1.3
	Frequency Error for inter-band EN-DC including FR2 (4 NR CCs)
	Rel-15
	C012d
	UEs supporting Inter-Band EN-DC including FR2 with 4 NR UL CCs
	E013
	
	NOTE 5
Skip TC 6.4B.1.4_1.3 if UE supports SA and TS 38.521-2 TC 6.4A.1.3 has been executed.

	6.4B.1.4_1.4
	Frequency Error for inter-band EN-DC including FR2 (5 NR CCs)
	Rel-16
	C012i
	UEs supporting Inter-Band EN-DC including FR2 with 5 NR UL CCs
	E014a
	
	NOTE1
NOTE 5

	6.4B.1.4_1.5
	Frequency Error for inter-band EN-DC including FR2 (6 NR CCs)
	Rel-16
	C012j
	UEs supporting Inter-Band EN-DC including FR2 with 6 NR UL CCs
	E039
	
	NOTE1
NOTE 5

	6.4B.1.4_1.6
	Frequency Error for inter-band EN-DC including FR2 (7 NR CCs)
	Rel-16
	C012k
	UEs supporting Inter-Band EN-DC including FR2 with 7 NR UL CCs
	E040
	
	NOTE1
NOTE 5

	6.4B.1.4_1.7
	Frequency Error for inter-band EN-DC including FR2 (8 NR CCs)
	Rel-16
	C012l
	UEs supporting Inter-Band EN-DC including FR2 with 8 NR UL CCs
	E041
	
	NOTE1
NOTE 5

	6.4B.2.1.1
	Error Vector Magnitude for intra-band contiguous EN-DC
	Rel-15
	C009
	UEs supporting intra-band contiguous EN-DC (2UL CCs)
	E003
	
	NOTE 5
Skip TC 6.4B.2.1.1 if UE supports SA and TS 38.521-1 TC 6.4.2.1 has been executed.

	6.4B.2.1.2
	Carrier Leakage for intra-band contiguous EN-DC
	Rel-15
	C009
	UEs supporting intra-band contiguous EN-DC (2UL CCs)
	E003
	
	NOTE 5
Skip TC 6.4B.2.1.2 if UE supports SA and TS 38.521-1 TC 6.4.2.2 has been executed.

	6.4B.2.1.3
	In-band Emissions for intra-band contiguous EN-DC
	Rel-15
	C009
	UEs supporting intra-band contiguous EN-DC (2UL CCs)
	E003
	
	

	<Unchanged Parts Skipped>
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