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<Start of modified section>
[bookmark: _Toc106741019][bookmark: _Toc90491649][bookmark: _Toc58245174][bookmark: _Toc100147747][bookmark: _Toc51772967][bookmark: _Toc43838810][bookmark: _Toc36039450][bookmark: _Toc83706944][bookmark: _Toc155037900][bookmark: _Toc114916375][bookmark: _Toc68089627][bookmark: _Toc69067748][bookmark: _Toc75383296][bookmark: _Toc27410937][bookmark: _Toc83706890][bookmark: _Toc69067704][bookmark: _Toc68089583][bookmark: _Toc90491595][bookmark: _Toc27410901][bookmark: _Toc58245134][bookmark: _Toc36039413][bookmark: _Toc51772928][bookmark: _Toc43838773][bookmark: _Toc75383242]A.4.3.7	General Capabilities
Table A.4.3.7-1: UE General Capabilities
	Item
	UE General Capabilities
	Ref.
	Release
	Mnemonic
	M
	If indicated “Yes” the feature shall be implemented and successfully tested for the corresponding release
	Comments

	1
	Support UL transmission via either MCG path or SCG path for the split SRB as specified in TS 37.340[20]
	38.306, 4.2.2
	Rel-15
	pc_splitSRB_WithOneUL_Path
	No
	
	

	2
	Support UL transmission via both MCG path and SCG path for the split DRB as specified in TS 37.340[20]
	38.306, 4.2.2
	Rel-15
	pc_splitDRB_withUL_Both_MCG_SCG
	Yes
	
	

	……

	64
	Support of extended rejected NSSAI
	24.501, 5.5.1.2.4
	Rel-17
	pc_ER_NSSAI
	Yes
	
	A UE supporting extended rejected NSSAI

	65
	Support of ATG
	38.306, 4.2.2
	Rel-18
	pc_airToGroundNetwork_r18
	No
	
	UE supports ATG

	YY
	Support of initiating UE Assistance Information procedure with IDC assistance information upon detecting IDC problem
	38.306, 4.2.2
	Rel-16
	pc_ inDeviceCoexInd_r16
	No
	
	UE supports reporting UE Assistance Information procedure with IDC assistance information upon detecting IDC problem



<Second modified section>
[bookmark: _Toc155037908]A.4.4	Additional information
<Skip unmodified section>
Table A.4.4-2: Definition of UE implementation capabilities
	Item
	Definition of UE implementation capabilities
	Ref.
	Release
	Mnemonic
	Comments

	1
	Void
	
	
	
	

	2
	Void
	
	
	
	

	3
	Number of UE-requested PDU session establishments after REGISTRATION during the same signalling connection
	24.501
	Rel-15
	pc_noOf_PDUsSameConnection
	If the UE requires an external trigger to establish a PDU session, this value shall be set to 0

	4
	Number of UE-requested PDU session establishments after REGISTRATION in a new signalling connection
	24.501
	Rel-15
	pc_noOf_PDUsNewConnection
	If the UE requires an external trigger to establish a PDU session, this value shall be set to 0

	5
	Number of UE-requested PDN connection establishments after ATTACH during the same signalling connection
	24.301
	Rel-15
	pc_noOf_PDNsSameConnection
	If the UE requires an external trigger to establish a PDN connection, this value shall be set to 0

	6
	Number of UE-requested PDN connection establishments after ATTACH in a new signalling connection
	24.301
	Rel-15
	pc_noOf_PDNsNewConnection
	If the UE requires an external trigger to establish a PDN connection, this value shall be set to 0

	7
	Void
	
	
	
	

	8
	Support of Emergency PDU session transfer from N1 mode to S1 mode when network does not support N26 interface
	TS 24.501, 6.1.4.2
	Rel-15
	pc_TransferEmergencyPDUN1toS1noN26
	Will the UE attempt to transfer an existing Emergency PDU session upon inter-system change from N1 mode to S1 mode in EMM-IDLE mode if the network does not support N26 interface

	9
	Support of Emergency PDN connection transfer from S1 mode to N1 mode when network does not support N26 interface
	TS 24.501, 6.1.4.2
	Rel-15
	pc_TransferEmergencyPDUS1toN1noN26
	Will the UE attempt to transfer an existing Emergency PDN connection upon inter-system change from S1 mode to N1 mode in EMM-IDLE mode if the network does not support N26 interface

	10
	Support of UE's usage setting as data centric
	TS 24.501, 4.3.1
	Rel-15
	pc_data_centric
	UE supports to be configured to consistently behave as a Data centric UE.

	11
	Support of join in MBS multicast session by sending a PDU Session Modification Request
	TS 23.247
7.2.1
	Rel-17
	pc_Join_MBS_by_PDU_Modification
	If pc_Join_MBS_by_PDU_Modification, UE join in MBS multicast session by sending a PDU Session Modification Request, else UE join in MBS multicast session by sending a PDU Session Establishment Request

	12
	Number of UE-requested PDU session establishments after REGISTRATION during the same signalling connection for 5G ProSe
	24.501
	Rel-17
	pc_noOf_PDUsSameConnection_Relay
	

	XX
	Transmit UEAssistanceInformation message with IDC-Assistance-r16 in RRC_CONNECTED when an IDC problem is detected
	38.331, 5.7.4
	Rel-16
	pc_IDC_Report
	UE transmits UEAssistanceInformation message with IDC-Assistance-r16 in RRC_CONNECTED when an IDC problem is detected with “T1” configuration as in TS 38.508-1 [2], Table 4.8.X-1





<End of modified section>

