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[bookmark: _CR6_5B_3_3][bookmark: _Toc75972099][bookmark: _Toc85051534][bookmark: _Toc90493553][bookmark: _Toc90494193][bookmark: _Toc100094232][bookmark: _Toc106872907][bookmark: _Toc163743689]6.5B.3.3	Spurious Emissions for Inter-band EN-DC within FR1
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[bookmark: _CR6_5B_3_3_1_1]6.5B.3.3.1.1	Test purpose
[bookmark: _Hlk521504033]To verify that UE transmitter does not cause unacceptable interference to other channels or other systems in terms of transmitter spurious emissions.
[bookmark: _CR6_5B_3_3_1_2]6.5B.3.3.1.2	Test applicability
This test case applies to all types of NR UE release 15 and forward supporting inter-band EN-DC.
[bookmark: _CR6_5B_3_3_1_3]6.5B.3.3.1.3	Minimum conformance requirements
The general spurious emissions requirements specified in subclause 6.6.3.1 of TS 36.101 [5], subclause 6.5.3.1 of TS 38.101-1 [2] and TS 38.101-2 [3] apply for each component carrier. For the case of inter-band EN-DC with a single carrier per cell group, the general spurious emissions requirements also apply with both downlink carrier and both uplink carriers active. Limits on configured maximum output power for the uplink according to subclause 6.2B.4 apply. If for some frequency a spurious emission requirement of an individual component carrier overlaps with the spectrum emission mask or channel bandwidth of another component carrier then it does not apply.
NOTE:	The general spurious emission requirements with both uplink carriers active are allowed to be verified for only a single inter-band EN-DC configuration per NR band.  Furthermore, the requirements are allowed to be verified by measuring spurious emissions at the specific frequencies where second and third order intermodulation products generated by the two transmitted carriers can occur.
The normative reference for this requirement is TS 38.101-3 [4] clause 6.5B.3.3.1. Exception requirements applicable for both NR and LTE, therefore LTE anchor agnostic approach is not applied.
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