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	Reason for change:
	The statement of general description to receiver characteristics has been modified in the core spec to solve the ambiguity wording. It is suggested to align with the core spec to revise the corresponding wording.
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	[Core Spec alignment]
Revise the wording as “The power levels for all DL signals and interferers are defined assuming a 0 dBi reference antenna located at the centre of the quiet zone.”
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[bookmark: _Toc21026690][bookmark: _Toc27743976][bookmark: _Toc36197149][bookmark: _Toc36197841]7	Receiver characteristics
[bookmark: _Toc21026691][bookmark: _Toc27743977][bookmark: _Toc36197150][bookmark: _Toc36197842]7.1	General
Editor’s Note: Test configurations/environments that require new spherical scan shall be included in test procedure section and identifying such scenarios is currently FFS and owned by RAN5.
Unless otherwise stated, the receiver characteristics are specified over the air (OTA). The power levels for all DL signals and interferers areThe reference receive sensitivity (REFSENS) is defined assuming a 0 dBi reference antenna located at the centre of the quiet zone.
For Rx test cases the identified beam peak direction can be stored and reused for a device under test in various configurations/environments for the full duration of device testing as long as beam peak direction is the same.
Unless otherwise stated, Channel Bandwidth shall be prioritized in the selecting of test points. Subcarrier spacing shall be selected after Test Channel Bandwidth is selected.
The UE under test shall be pre-configured with UL Tx diversity schemes disabled to account for single polarization System Simulator (SS) in the test environment. The UE under test may transmit with dual polarization.
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