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	Reason for change:
	According to the LS from RAN3 (R3-235913), QMC is supported for MBS multicast and broadcast in Rel-18.

Based on this LS, general QMC impacts to 5GS have already been documented in TS 23.501 and TS 23.502, but MBS specific impacts are not yet documented,

As specified in Clause 21 of TS 38.300, QMC meassurements by the UE are also possible if the UE receives MBS broadcast in RRC-INACTIVE or RRC-IDLE mode, or MBS multicast in RRC-INACTIVE mode. The per UE-configuration to perform QMC also applies for MBS, i.e. there is no per MBS session configuration.

It is beneficial to describe QMC support for MBS in MBS specficiation, from feature completeness perspective.

	
	

	Summary of change:
	Allignment with Clause 21 of TS 38.300:

QMC is also supported to measure the QoE related to the reception of MBS multicast and broadcast sessions.
MBS-related QMC by a UE is also supported while the UE receives an MBS braodacast session in RRC-INACTIVE or RRC-IDLE mode, or an MBS multicast session in RRC-INACTIVE mode.
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6.x	QoE Measurement Collection Support for MBS
Quality of Experience (QoE) measurement collection (QMC) may be supported in 5GS as described in Clause 5.25.3 of TS 23.501 [5]. 
QMC may also be supported to measure the QoE related to the reception of MBS multicast and broadcast sessions as specified in Clause 21 of TS 38.300 [9],

