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>>>> Start of Changes <<<<

[bookmark: _Toc155357947]8.3.3.3.2	Service provisioning request
Table 8.3.3.3.2-1 describes the information elements for service provisioning request from the EEC to the ECS. 
Table 8.3.3.3.2-1: Service provisioning request
	Information element
	Status
	Description

	EECID
	M
	Unique identifier of the EEC.

	Security credentials
	M
	Security credentials resulting from a successful authorization for the edge computing service.

	AC Profile(s)
	O
	Information about services the EEC wants to connect to, as described in Table 8.2.2-1.

	EEC Service Continuity Support
	O
	Indicates if the EEC supports service continuity or not. The IE also indicates which ACR scenarios are supported by the EEC.

	UE Identifier
	O 
	The identifier of the UE (i.e. GPSI or identity token)

	Connectivity information
	O
	List of connectivity information for the UE, e.g. PLMN ID, SSID.

	UE location 
	O
	The location information of the UE. The UE location is described in clause 7.3.2. 



Editor's Note: [SA3] Whether the EECID and the UE ID included in request of EDGE-1 & 4 interactions is part of the security credential is SA3's responsibility.

>>>> Next Changes <<<<


[bookmark: _Toc155358136]8.6.5.3.2	UE Identifier API request
Table 8.6.5.3.2-1: UE Identifier API request
	Information element
	Status
	Description

	User information
	M
	Information about the User or UE available in the EAS, e.g. IP address.

	EAS ID
	M
	Identifier of the EAS for which the UE IDs are requested for by EAS given the User information (e.g. IP address).

	EAS Provider ID
	O
	Identifier of the ASP that provides the EAS.

	Security Credentials
	M
	Security credentials of the EAS.



Editor's Note: [SA3] Whether the EAS ID and the EAS Provider ID are part of the security credential is SA3's responsibility.

>>>> End of Changes <<<<

