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========================== [Start of Changes] ==========================
[bookmark: _Toc45388138][bookmark: _Toc154154755]5.15	Gateway requirements
[R-5.15-001] The MCX Service system shall be accessible via gateway MCX UEs by MCX Users.
[R-5.15-001a] The MCX Service system shall provide a mechanism to uniquely identify a gateway MCX UE.
[R-5.15-002] Gateway MCX UEs shall ensure that the content of communications between the MCX Service System and an MCX User attached to the gateway MCX UEs is unaltered.
[R-5.15-003] Gateway MCX UEs shall handle the communication traffic attributes, e.g. priority and QoS, of an MCX User attached to a gateway MCX UE independently of other MCX Users concurrently attached to the same gateway MCX UE.
[R-5.15-004] Multiple Gateway MCX UEs shall be able to operate within the same area (e.g., site of an incident or accident, overlapping coverage, adjacent cells, etc.).
[R-5.15-005] MCX Users shall be able to select gateway MCX UEs, in case multiple, accessible gateway MCX UEs are available.
[bookmark: _Hlk167686850][R-5.15-006] An MCX User shall be able to access multiple gateway MCX UEs simultaneously from a single device while restricting a MCX Service to one gateway (e.g., MCPTT on gateway UE 1, MCData and MCVideo on gateway UE 2).
NOTE: 	If an MCX User is logged into multiple devices (including non-3GPP devices) then these devices can access the same MCX gateway UE, or different MCX gateway UEs. This is independent on if devices are used for the same or different MCX service types.
========================== [End of Changes] ==========================

