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* * * Start of Change 1 * * *

[bookmark: _Toc162424084]4.15.6.3d	ECS Address Configuration Information Parameters
AF provided ECS Address Configuration Information that an AF may provide to the 5GC is described in Table 4.15.6.3d-1. The AF may associate ECS Address Configuration Information with a group of UE or with any UE.
Multiple AF may configure 5GC with AF provided ECS Address Configuration Information.
The Subscription provided ECS Address Configuration Information that a SMF may receive is described in Table 4.15.6.3d-2
For non-roaming and LBO cases, the ECS Address Configuration Information is provided to SMF as Session Management Subscription data. The ECS Address Configuration Information is associated with a DNN and S-NSSAI included in the message from UDM.
For HR cases, when the HPLMN has the knowledge of EACI in the VPLMN, the ECS Address Configuration Information is provided to H-SMF as Session Management Subscription data. The ECS Address Configuration Information is associated with a DNN, S-NSSAI and PLMN ID included in the message from UDM.
The SMF is not expected to understand the internal structure of ECS Address Configuration Information.
Table 4.15.6.3d-1: Description of ECS Address Configuration Information provided by the AF
	Parameters
	Description

	ECS Address Configuration Information
	One or more ECS Configuration Information as defined in clause 8.3.2.1 of TS 23.558 [83].

	[bookmark: _PERM_MCCTEMPBM_CRPT57010008___2][bookmark: _PERM_MCCTEMPBM_CRPT16500005___2][bookmark: _PERM_MCCTEMPBM_CRPT36040011___2][bookmark: _PERM_MCCTEMPBM_CRPT74120005___2][bookmark: _PERM_MCCTEMPBM_CRPT53580005___2]Target
	This may correspond to one of:
-	a group of UE identified by an external group Id;
-	any UE.

	List of supported PLMN(s)PLMN ID
	The ECS Address Configuration Information is applied to the UE roaming in target PLMN which belongs to the list of supported PLMN(s).



[bookmark: _CRTable4_15_6_3d2]Table 4.15.6.3d-2: Description of Subscription provided ECS Address Configuration Information (as sent to the SMF)
	Parameters
	Description

	ECS Address Configuration Information
	As defined in Table 4.15.6.3d-1. The SMF is not expected to understand the internal structure of ECS Address Configuration Information.





* * * End of Change * * *
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