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	Reason for change:
	In the LS (S2-2405850, SP-240497) from SA plenary and attached CRs, the service exposure to client UE via 5GC (including both U-plane and C-plane) is removed.
In the clause 5.6.1, some descriptions need to be modified.
“The Ranging/SL Positioning service request includes the identifiers of the two or more UEs. When the service exposure is via 5GC, …”
In the existing spec, the Ranging/SL Positioning service request is sent by UE. The AF send the LCS service request (see 23.273 clause 6.20.3 step 1). Therefore, it proposes to either remove the sentence “When the service exposure is via 5GC,”, or clarify “exposure is to AF”.
And “exposure through 5GC U-plane” needs to be removed.


	
	

	Summary of change:
	Removing the service exposure to client UE via 5GC description according to LS (S2-2405850).
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Ranging/SL Positioning service can be exposed to the authorized SL Positioning Client UE, 5GC NF or AF to obtain the relative position or distance/direction result between two or more UEs capable of Ranging/SL Positioning.
Ranging/SL Positioning service also can be used by the authorized SL Positioning Client UE, 5GC NF, AF or the LCS client to obtain the absolute position of Target UE if the 5GC NF, AF or the LCS client determines that Ranging/SL Positioning is applicable.
The Ranging/SL Positioning service request includes the identifiers of the two or more UEs. When the service exposure is via 5GC to AF, the GMLC will translate the target UE's identifiers into SUPI. When the service exposure is via PC5 or through 5GC U-plane, the identifiers can be Ranging/SL Positioning application specific Application Layer IDs.
The request may include the required QoS, the required location results (e.g. absolute locations, relative locations or distances and/or directions related to the UEs as defined in clause 4.4).
The service request may further include periodic or trigger event parameters, e.g. the time interval between successive location reports and the total number of reports, the trigger events, the duration of event reporting, the minimum and maximum time intervals between successive event reports, the maximum event sampling interval, whether location estimates shall be included in event reports, and whether only one location report is required or more than one. Trigger events can be;
-	the relative position/distance between at least one pair of UEs of the indicated UEs is less than the threshold;
-	the relative position/distance between at least one pair of UEs of the indicated UEs exceeds the threshold;
-	the relative positions/distances between all UEs are less than the threshold; or
-	the relative positions/distances between all UEs exceed the threshold.
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