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1. Discussion
[bookmark: _Hlk98750820]This proposal updates the conclusions for KI#1 as baseline for normative work. 
2. Proposal
It is proposed to capture the following changes in TR 23.700-63.
[bookmark: _Toc23402418][bookmark: _Toc43906649][bookmark: _Toc57532437][bookmark: _Toc54930305][bookmark: _Toc26431229][bookmark: _Toc22192650][bookmark: _Toc43906765][bookmark: _Toc54968110][bookmark: _Toc57236432][bookmark: _Toc148498831][bookmark: _Toc44311891][bookmark: _Toc16839382][bookmark: _Toc57530236][bookmark: _Toc50536533][bookmark: _Toc23402388][bookmark: _Toc26386423][bookmark: _Toc30694627][bookmark: _Toc57236595][bookmark: _Toc97036718][bookmark: _Toc92875660][bookmark: _Toc500949097][bookmark: _Toc93070684][bookmark: _Toc519004414]FIRST CHANGE
[bookmark: startOfAnnexes][bookmark: _Toc165282615][bookmark: _Toc164467607]8.1	Interim Conclusions for Key Issue #1: Selection of UPF providing a selected user plane functionality
The following aspects are concluded as principles for normative work:
-	Reusing procedures in clauses 4.17.1 and 4.17.2 of TS 23.502 [3] to support registering the extended UPF functionalities in NRF.
-	The following UPF functionalities are added in the N4 capabilities and UPF NF profile stored in NRF:
-	The functionality of NAT information exposure;
-	Packet Inspection functionality (to differentiate between IP or MAC filter based packet detection, and the packet detection based on other means, e.g. layer 7 DPI);
-	Defining operator configurable parameter in the N4 capabilities and UPF NF profile which can be used for non-standard or partially supported features and configured by operator to extend the baseline UPF capabilities. The format of the parameter is to be determined by stage 3.
-	For example, the operator may configure values for this parameter to represent customized configuration (e.g. hardware accelerators (for example GPU, DPU etc.), Firewall, DDos Protection, etc.).
-	The SMF may determine the PSA UPF functionalities for PDU Session based on:
-	Subscription information from the UDM/UDR: The SMF may receive subscription information from the UDM, during (or after) the establishment of the PDU session, indicating functionalities that are required and/or preferred for the PDU session.
NOTE: The details of subscription information should be discussed in normative phase.
Editor's note:	It is FFS whether the SMF selection logic of UPF can be based on subscription/and or policy information.
* * * * End of changes * * * *
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