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1
Decision/action requested

The group is requested to discuss and approve the pCR below.
2
References

[1]

3GPP TS 28.872: "Study on Management of planned configurations"
3
Rationale

None.
4
Detailed proposal

The following changes are proposed for TR 28.872[1].
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5.X
Use case #X: Activating planned configurations

5.X.1
Description
Activation is the process of writing the planned configuration into the managed system, so that the new configuration is actually used by the system.
Activation may be performed in two modes:

· Best effort mode: The updates that fail simply fail without impact on the successful updates.
· Atomic mode: The complete planned configuration shall be applied to the system. If only one update fails, all updates shall not be performed.
The MnS producer should make the validation result available to MnS consumers.
5.X.2
Potential requirements

Req-1: The 3GPP management system should support a capability allowing a MnS consumer to request a MnS producer to activate a planned configuration.

5.X.3
Potential solutions
5.x.3.1
Potential solution #1: Copy plan into activated configuration
The planned configuration is copied into activated configuration. The system tries to update the network. Applied changes are reflected in the current configuration (and state) data node tree. The activated configuration is a new type of configuration, besides the planned configuration and the current configuration.
A MnS consumer can discover successful updates and failed updates by comparing the activated configuration with the current configuration.
HTTP/JSON
The "copy" operation of JSON Patch can be used to copy the planned configuration into the activated configuration.
5.x.3.1
Potential solution #2: Dedicated activate operation
A dedicated operation is introduced for activation. The activated configuration, that is needed in solution 1, is not needed in this solution.
HTTP/JSON
A task resource is introduced for activation, similar to the task resource for validation.
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