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	First change


[bookmark: _Toc24517]5.2.2.2.3	MBS session deletion 
The following figure 5.2.2.2.3-1 describes charging procedures for MBS session deletion, based on TS 23.247 [9] figures 7.1.1.4-1 and 7.1.1.5-1.


Figure 5.2.2.2.3-1: MBS Ssession Ddeletion
Steps 1 to 7 per 3GPP TS 23.247 [9] Figure 7.1.1.4-1: MBS Session Deletion without PCC.
7ch-a.	The MB-SMF sends Charging Data Request [Termination] to the CHF, for terminating the charging associated with MBS session, with the trigger "End of MBS session".
7ch-b. The CHF closes the CDR for MBS session.
7ch-c. The CHF acknowledges by sending Charging Data Response [Termination] to the MB-SMF

	Next change


[bookmark: _Toc18498]5.2.2.2.7		MBS Session Release Charging ProcedureMBS session release for multicast 
The following figure 5.2.2.2.7-1 describes the procedure when the shared delivery is released between NG-RAN and MB-UPF when the last UE leaves the multicast MBS session in the NG-RAN nodeMB-SMF decides to release a MBS Session which can happen on a request from the AF (directly or via the NEF/MBSF). This figure is based on TS 23.247 [9] figure 7.2.2.4-1.
[image: ]
Figure 5.2.2.2.7-1: MBS session release for multicast MBS Session Release Charging Procedure
Steps 1 to 4 per 3GPP TS 23.247 [9] Figure 7.2.2.4-1: Release of shared delivery toward RAN node. 
4ch-a.	The MB-SMF sends Charging Data Request [Update] to the CHF, with final report of the Multicast Session when the corresponding trigger is activated. 
4ch-b. The CHF updates the CDR.
4ch-c. The CHF acknowledges by sending Charging Data Response [Update] to the MB-SMF.
Steps 5 to 7 per 3GPP TS 23.247 [9] Figure 7.2.2.4-1: Release of shared delivery toward RAN node.

	Next change



[bookmark: _Toc24637]5.2.2.2.8		MBS Ssession Aactivation for multicast Charging Procedure
The following figure 5.2.2.2.8-1 describes the charging procedure when there is an MBS Session activation procedure. The MBS Session Activation procedure is for multicast only and is used for activating the resource for MBS data at NG-RAN. The focus is to provide such information to CHF once the MBS Session state changes. This figure is based on TS 23.247 [9] figure 7.2.5.2-1.

[image: ]

Figure 5.2.2.2.8-1: MBS Ssession Aactivation Charging Procedure
Steps 1 to 15 per 3GPP TS 23.247 [9] Figure 7.2.5.2-1: MBS Session Activation Procedure. 
15ch-a.	The MB-SMF sends Charging Data Request [Update] to the CHF when the corresponding trigger is armed. 
15ch-b. The CHF updates the CDR.
15ch-c. The CHF acknowledges by sending Charging Data Response [Update] to the MB-SMF.

	Next change



[bookmark: _Toc3909]5.2.2.2.9		MBS Ssession Ddeactivation for multicast Charging Procedure
The following figure 5.2.2.2.9-1 describes the charging procedure when there is an MBS Session Deactivation procedure. The MBS Session Deactivation procedure is for multicast only and is used for releasedeactivating the resources for MBS data at from NG-RAN. The focus is to provide such information to CHF once the MBS Session state changes. This figure is based on TS 23.247 [9] figure 7.2.5.3-1.
[image: ]


Figure 5.2.2.2.9-1: MBS Ssession deactivation Charging Procedure
Steps 1 to 9 per 3GPP TS 23.247 [9] Figure 7.2.5.3-1: MBS Session dDeactivation Procedure. 
9ch-a.	The MB-SMF sends Charging Data Request [Update] to the CHF when the corresponding trigger is activated. 
[bookmark: _MCCTEMPBM_CRPT66980040___3]9ch-b. The CHF updates the CDR.
9ch-c. The CHF acknowledges by sending Charging Data Response [Update] to the MB-SMF.
	End of changes
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