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1
Decision/action requested

The group is asked to discuss and approve.
2
References

[1]
3GPP TR 28.869 v0.1.0 Study on cloud aspects of management and orchestration
3
Rationale

This contribution proposes to add requirements to the VNF configuration manager.
4
Detailed proposal

It proposes to make the following changes to TR 28.869 [1].
	1st Change (Void)










	2nd Change


5.1
Use of VNF generic OAM functions

Editor's Note: This clause describes the use cases, issues, requirements, and solutions related to WT-1.

5.1.1
Use case #1: Cloud-native VNF configuration management

5.1.1.1
Description


Besides allocation and configuration of the necessary resources, to bring up a cloud native VNF into operation, i.e., full instance provisioning and configuration of the corresponding VNF instances needs to take place. Configuration actions can also be performed during the cloud native VNF instance operation. 

An operator needs to be able to manage and orchestrate through the 3GPP management system the configuration of the cloud native VNF instances. The operator needs to be able to perform through the 3GPP management system, operations like set and query configuration information. 

5.1.1.2
Potential requirements

REQ-CVNF_CM-1: The 3GPP management system should have the capability to configure cloud-native VNF instances.
Editor's Note: The use of the term cloud native network function and cloud native VNFs in the document is FFS.

	End of Changes


