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	[bookmark: OLE_LINK25][bookmark: OLE_LINK26]1st Change


[bookmark: _Toc151971475][bookmark: _Toc615][bookmark: _Toc21489][bookmark: _Toc11462][bookmark: _Toc151971921][bookmark: _Toc151971971]6.2.4	Attribute definition
The following table defines the properties of attributes specified in the present document. 
Table 6.2.4-1 Attribute definition
	Attribute Name
	Documentation and Allowed Values
	Properties

	[bookmark: _MCCTEMPBM_CRPT58680038___7][bookmark: _GoBack]nEInformation
	[bookmark: _MCCTEMPBM_CRPT58680039___7]This attribute defines the NE Type(s) or the NE instance(s) for which this ScMgmtProfile instance is valid.
	type: String
multiplicity: *
isOrdered: False
isUnique: True
defaultValue: None
allowedValues: N/A
isNullable: False

	[bookmark: _MCCTEMPBM_CRPT58680040___7]configDataFileLocation
	This attribute specifies the address where the files of network configuration data can be retrieved.


allowedValues: File URI
	type: String
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	[bookmark: _MCCTEMPBM_CRPT58680041___7]cancelScProcess
	Setting this attribute to "TRUE" cancels the self configuration process. Cancellation is possible in the "NOT_STARTED" and "RUNNING" state. Setting the attribute to "FALSE" has no observable result.

allowedValues: TRUE, FALSE
	[bookmark: _MCCTEMPBM_CRPT58680042___7]Type: ENUM
multiplicity: 0..1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	[bookmark: _MCCTEMPBM_CRPT58680043___7][bookmark: _MCCTEMPBM_CRPT58680044___7]nEIdentification
	This attribute identifies the NE for which the Sc_Process instance is done.
Note: nEIdentification should be identity of RAN NEs.
	type: String
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
allowedValues: N/A
isNullable: False

	[bookmark: _MCCTEMPBM_CRPT58680045___7]ScProcessMonitor
	[bookmark: MCCTEMPBM_00000040][bookmark: MCCTEMPBM_00000035]This attribute provides monitoring for the self configuration process. The data type of this attribute is the "ProcessMonitor" as defined in clause 4.3.43 in TS 28.622 [4] with the specialisations defined in clause 6.2.3.2.1.

allowedValues: N/A
	[bookmark: _MCCTEMPBM_CRPT58680046___7]Type: ProcessMonitor
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	[bookmark: _MCCTEMPBM_CRPT58680047___7]ScProcessMonitor. status
	This attribute represents the status of the associated self-configuration process, whether it fails (represented by FAILED), succeeds (represented by FINISHED) etc. 

allowedValues:
- NOT_STARTED
- RUNNING
- CANCELLING
- FINISHED
- FAILED
- CANCELLED
	[bookmark: _MCCTEMPBM_CRPT58680048___7]Type: ENUM
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	[bookmark: _MCCTEMPBM_CRPT58680049___7][bookmark: _MCCTEMPBM_CRPT58680050___2]ScProcessMonitor. progressStateInfo
	This attributes following specialization for the "progressStateInfo" attribute of the "ProcessMonitor" data type for the Sc_Process"
When the " Sc_Process.ScProcessMonitor.status " is equal to "RUNNING", it provides the more detailed progress information.

allowedValues
-	NE_HEALTH_CHECK
-	SW_DOWNLOAD
-	SW_INSTALLATION
-	SW_ACTIVATION
-	PREPARE_BASIC_CONFIGURATION_AND_OAMLINK
-	RETRIEVE_CONFIGURATION_DATA
-	SETUP_PRECONFIGURED_SIGNALLING_LINKS
-	SET_FINAL_STATE_OF_NE
	[bookmark: _MCCTEMPBM_CRPT58680051___7]Type: ENUM
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	[bookmark: _MCCTEMPBM_CRPT58680052___7]ScProcessMonitor. resultStateInfo
	[bookmark: _MCCTEMPBM_CRPT58680053___7]This attribute provides the following specialisation for the "resultStateInfo" attribute of the "ProcessMonitor" data type for the Sc_Process.
In the attribute status is equal to "FAILED", it provides the reason for the failure.
allowedValues for attribute status = "FAILED":
[bookmark: _MCCTEMPBM_CRPT58680054___3]- UNKNOWN
[bookmark: _MCCTEMPBM_CRPT58680055___2]- INCORRECT_CONFIGURATION, 
- NE_HARDWARE_ERROR_DELECTED" 
- DISCONNECTION_BETWEEN_NE_AND_OAM
- OTHER
	[bookmark: _MCCTEMPBM_CRPT58680056___7]Type: ENUM
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	[bookmark: _MCCTEMPBM_CRPT58680057___7]ScProcessMonitor. startTime
	This attribute provides start time of the associated SCprocess, i.e. the time when the status changed from "NOT_STARTED" to "RUNNING".

allowedValues: N/A
	[bookmark: _MCCTEMPBM_CRPT58680058___7]Type: DateTime
multiplicity: 0..1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	[bookmark: _MCCTEMPBM_CRPT58680059___7]ScProcessMonitor. endTime
	This attribute provides the end time when status changed to FINISHED, CANCELLED or FAILED.

allowedValues: N/A
	[bookmark: _MCCTEMPBM_CRPT58680060___7]Type: DateTime
multiplicity: 0..1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	[bookmark: _MCCTEMPBM_CRPT58680061___7]ScProcessMonitor. progessPercentage
	This attribute indicates progress of the process as percentage. The percent can be measured by number of finished steps from total steps in the self configuration process.

allowedValues: [0, 100]
	[bookmark: _MCCTEMPBM_CRPT58680062___7]Type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	[bookmark: _MCCTEMPBM_CRPT58680063___7]ScMgmtProfileRef
	[bookmark: _MCCTEMPBM_CRPT58680064___7]This attributes specifies the DN of the associated ScMgmtProfile
	[bookmark: _MCCTEMPBM_CRPT58680065___7]Type: DN
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False
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