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[bookmark: _Toc517082226]* * * * Start of change * * * *
[bookmark: _Toc433209829][bookmark: _Toc460616167][bookmark: _Toc460617028][bookmark: _Toc162528510][bookmark: _Toc162528508]10.9.1.3.1c	Floor request, floor granted and multi-talker floor taken during an MCPTT session enhanced with multi-talker control for multiple systems
The MCPTT users belong to different to multiple MCPTT systems and participate in an MCPTT group communication. The floor control arbitration resides with the primary MCPTT system and is enhanced with the multi-talker control feature.
Figure 10.9.1.4.x-1 describes the procedure for floor control enhanced for multi-talker control involving multiple MCPTT systems.
Pre-conditions:
1.	The floor control server 1 belongs to the primary MCPTT system.
2.	The MCPTT group is configured to support multi-talker control and audio mixing by the network is applied.
3.	MCPTT user A is in the primary MCPTT system, MCPTT user B and C are the partner MCPTT system.
3.	An MCPTT group call is established between MCPTT clients (client A, client B and client C).
4.	Participants and A and B have the permission to talk to all other participants and the floor is granted to floor participant B in the partner system.

Figure 10.9.1.4.x-1: Floor control enhanced for multi-talker control involving multiple MCPTT systems
1.	Floor participant B (partner MCPTT system) is talking and is sending the voice media.
2.	Floor participant A (primary MCPTT system) wants to send voice media over the session.
3.	Floor participant A (primary MCPTT system) sends a floor request message to the floor control server in the primary MCPTT system which includes the necessary information, e.g. floor priority.
4.	Based on applicable criteria (e.g. floor priority, participant type, allowance to transmit, maximum number of simultaneous talkers) floor control server determines what action (grant, deny, or queue) shall be applied to the request. In this case, the floor request from floor participant A will be accepted. Simultaneous floor requests to transmit are handled in a sequential order. Based on the group configuration repository data, the floor control server may limit the time a floor participant is allowed to talk.
5a.	The floor control server in the primary MCPTT system responds with a floor granted message to floor participant A (primary MCPTT system).
5b.	The floor control server (primary MCPTT system) sends a multi-talker floor taken message to the floor participant B in the partner MCPTT system.
5c.	The floor control server (primary MCPTT system) sends another multi-talker floor taken message to the floor participant C in the partner MCPTT system.
5d. Floor control server (primary MCPTT system) may send a multi-talker floor taken message to floor participant A.
6a.	The floor granted shall cause the user of UE A, where the floor participant A is located, to be notified.
6b.	The multi-talker floor taken shall inform the user of UE B, that the floors are granted to other floor participants, but the floor is not revoked.
6c. The multi-talker floor taken shall inform the user of UE C floor participants list the floor are currently granted to.
7.	Floor participant A starts sending voice media over the session established beforehand, i.e. participants A and B receive and transmit voice media; participant C only receives voice media.
* * * * End of change * * * *
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