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[bookmark: _Toc138291095]* * * First Change * * * *
[bookmark: _Toc133484146][bookmark: _Toc162868951]9.6.3.2	SEALDD context push response
Table 9.6.3.2-1 describes the information flow from the new SEALDD server to the old SEALDD server for responding to the SEALDD context push request.
Table 9.6.3.2-1: SEALDD context push response
	Information element
	Status
	Description

	Result 
	M
(NOTE)
	Success or failure.

	New SEALDD server endpoint
	O
	The endpoint (IP address and port) on the new SEALDD for SEALDD-Uu user plane communication.
Applicable for successful result.

	NOTE:	The result is failed if the new SEALDD server rejects the relocation for SEALDD client.



[bookmark: _Toc133484148][bookmark: _Toc162868953]* * * Next Change * * * *
9.6.3.4	SEALDD context pull response
Table 9.6.3.4-1 describes the information flow from the old SEALDD server to the new SEALDD server for responding to the SEALDD context pull request.
Table 9.6.3.4-1: SEALDD context pull response
	Information element
	Status
	Description

	Result 
	M
	Success or failure.

	SEALDD-Uu Context
	OM
(NOTE)
	Identifies the context related to SEALDD-Uu connection, which is created upon SEALDD connection establishment.

	SEALDD-S Context
	OM
(NOTE)
	Identifies the context related to SEALDD-S subscription.

	Transport layer context
	O
(NOTE)
	Identifies the context related to Transport layer (e.g. TCP/TLS/QUIC) for SEALDD-Uu user plane communication.

	SEALDD policy
	O
(NOTE)
	Indicates the VAL server configured SEALDD policy.

	NOTE:	These IEs are applicable when the result is success.
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