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Introduction
[bookmark: _GoBack]Multiple carriers schemes are treated as efficient ways to increase user throughput and improve coverage, and have been introduce to LTE and NR. In additional to those features inherited from LTE, NR has extended the multiple carrier scheme to provide more flexible functions, such as UL switching, fast activation/deactivation of Scell, cross scheduling from SCell, multi-cell scheduling from single DCI etc, to improve transmit quality, spectrum efficiency and reduce scheduling overhead. 
Along with the benefit it provides, the multiple carriers management overhead also increases, since each carrier is treated as one cell, cell management overhead also needs to be optimized.
In this contribution, we provide our views on the multiple carriers enhancement, and a frequency combination based elastic cell structure is proposed, aiming to provide more general multi-carrier operation and reduce multiple carrier management overhead.
Motivation for enhancement of multi-carrier schemes
To meet the high data rate requirement of NR, wide bandwidth is desired, by aggregating multiple non-continuous carriers with small bandwidth or by using single continuous large bandwidth. It is more practical for FR1 to use the former method to achieve wide bandwidth. So multiple carriers operation will be important for FR1 to provide high throughput of UE. But current multiple carriers schemes have the following drawbacks.
· Lack of general multi-carrier architecture to achieve efficient IDLE/INACTIVE UEs mode offloading and IDLE/INACTIVE UEs mode carrier selection flexibility.  
Current CA scheme increases both uplink and downlink user throughput by aggregating at least 2 carriers for UEs, but it is only applied to RRC connected mode. Supplementary uplink operating on lower frequency band is introduced to complement coverage of paired or unpaired NR systems from initial access, but limited to only one SUL band. Currently, offloading is realized in the way that UE chooses a cell to camp on according to frequency priority, and offloading can only be realized by handover. In this case, it cannot help to solve congestion during initial access, and handover signaling due to offloading also brings a lot of system overhead. It also means UE can only choose PCell for initial access and flexible carrier selection can not be realized well. 
· Cell management overhead is high due to multiple cells operation of current CA framework. 
For example, there may be some carriers re-farmed from LTE, as shown in figure.1, the bandwidth may vary from less than 20MHz to 50MHz or even larger. These carriers with small bandwidth can be continuous or non-continuous, if they are all managed as independent cells, handover between cells or SCell addition/release will involve lot of RRC reconfiguration signaling, so the spectrum utilization efficiency will be low due to large cell management overhead on these precious low frequency bands.
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Figure.1 example of re-farmed LTE spectrum
Therefore, enhancements are needed to overcome the above shortcomings, and to provide more a more flexible and efficient multiple frequency resource operation.
Observation: Enhancements to multi-carrier operation is needed to provide efficient and flexible IDLE/INACTIVE UEs mode multiple carrier operation and to reduce cell management overhead of existing CA framework.
Discussion of frequency combination based elastic cell
To realize efficient and flexible IDLE/INACTIVE mode multiple carrier operation, and at the same time, to reduce cell management overhead of existing CA framework, different frequency resources, regardless of intra-band, or inter-band, can be configured in a cell, named frequency combination based elastic cell. The elastic cell has the following characteristics,
· The multiple frequency resources are deployed co-located, they can be intra-band or inter-band resources.
· System information can be broadcast only on one of the multiple frequency resources, i.e., so called anchor frequency resource,  and one or more non-anchor frequency resources can be visible and accessed by UE , both anchor and non-anchor frequency resource can be selected by UE for initial access and data transmission. 
· SSB transmission on non-anchor cell can be configured by anchor frequency resource, e.g. non-anchor frequency resource can be configured with SSB-less or long SSB periodicity to reduce SSB overhead, UE can access non-anchor cell with less SSB overhead than current default SSB periodicity. 
· Idle/inactive UEs only need to monitor paging on anchor frequency resource.
· For connected mode, similar but more flexible behavior than CA is supported, for example, fast switching than CA can be achieved, since UE has all the SI information about multiple frequency resources in one elastic cell, L1/L2 based multiple frequency resources activation and deactivation can be studied, based on R18 L1/L2 mobility enhancement.
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Figure.2 frequency combination based elastic cell
This is an extension of SUL scheme as a universal solution for multiple carrier operation, for both  IDLE/INACTIVE mode and CONNECTED mode UEs, where resource selection for initial access in a cell is no longer limited to the carrier on SUL bands, but also can be the carriers on existing TDD/FDD bands, coupling of DL and UL bands can be more flexible. 
With frequency combination based elastic cell, cell management overhead will be largely reduced. Since multiple frequency resources constitute a single cell and UE can get system information for all the frequency resources within the elastic cell, handover among inter-cells under CA framework will transform to intra-cell switching of frequency resources. RRC reconfiguration signaling will be avoided. Neighboring cell configuration overhead will also be reduced since frequency resources in single elastic cell can share common configuration with anchor frequency resource. System broadcast signaling overhead can also be reduced when non anchor frequency resources are not served as Pcell for legacy UEs, since common system information, paging and even SSB can be broadcast only in the anchor frequency resource.
Another benefit is flexible offloading. Even when UEs camp on the same DL anchor frequency resource, they can initiate random access from different non anchor frequency resources, no need to wait until handover, offloading can be realized from initial access considering aspects such as traffic load, coverage, slice, service type, etc. As a result, system signaling overhead is reduced and spectrum efficiency is improved by frequency combination based elastic cell. 
Besides the management overhead reduction and flexible offloading benefit, the frequency combination elastic cell can also provide network energy saving gain. The reason is that without SIB/paging on non-anchor frequency resources, and with sparse SSB or even no SSB which can be configured by anchor frequency resources, gNB will have more chances to sleep on non anchor frequency resource. During R18 NES SI, NES cell without SSB/SIB is studied, where UE can receive SSB, system information and paging from anchor cell, while the access may occur only via anchor cell or also directly in the non-anchor NES cell. This is a similar concept as frequency combination based elastic cell proposed here except all the carriers are treated here as frequency resources, and they are operated in a single cell. Corresponding techniques is not further specified in R18 WI. But the power saving gain is evaluated during SI. The power saving gain is summarized as “In general, for SSB and/or SIB saved from one carrier of two carriers, 8 resources observed BS energy savings gain, by 5.1%~98.4% for empty load, 3.0%~58.4% for low load, and 1.0%~7.9% for light load, 0.3%~5.7% for medium load. When traffic load is low, network may turn off SCell for energy saving. The results are for FR1 only.” in section 6.2.1.2 of TR38.864.
For clear description of elastic cell and CA, we provide the following table for comparison,
Table 1. Function comparison between CA and elastic cell
	Functions
	CA
	Elastic cell

	Flexible initial access carrier selection and offloading
	Camping and access from Pcell
	Camping on anchor frequency resource, access from either anchor or non-anchor frequency resources

	Cell management 
	Each carrier is managed as one cell, handover between cells requires RRC reconfiguration and large handover delay than L1/L2 switching
	Multiple frequency resources constitute a single cell, switching among intra-cell frequency resources will be much faster than handover, overhead will be reduced.

	UE capability requirement
	UE has to support CA capability operation with multiple carriers
	Both single carrier or multiple carriers capability UEs can access to elastic cell, and benefit the flexibility of such framework

	SSB overhead reduction
	NES support SSB-less Scell operation for inter-band co-located CA in FR1, this is only for connected operation
	Anchor frequency resource can provide SSB configuration for non-anchor frequency resources, can be accessed by UE from IDLE/INACTIVE mode with sparse SSB than R15 default SSB periodicity

	DL and UL carrier coupling
	Fixed coupling between DL and UL
	Flexible DL and UL coupling among frequency resources in the elastic cell



Based on discussion above, we propose the following proposals,
Proposal 1: Study enhancements to support more general  multiple carrier/frequency resource utilization, applied to both IDLE/INACTIVE mode and CONNECTED mode.
Proposal 2: Study enhancements to simplify multiple carriers management effort and overhead.
Proposal 3: Frequency combination based elastic cell can be studied in R19 for multi-carrier enhancement.
Conclusion
In this contribution, we discussed the motivation of further enhancement for multiple carrier schemes, and a frequency combination based elastic cell structure is proposed, the following observation and proposal are made, 
Observation: Enhancements to multi-carrier operation is needed to provide efficient and flexible IDLE/INACTIVE UEs mode multiple carrier operation and to reduce cell management overhead of existing CA framework.
Proposal 1: Study enhancements to support more general  multiple carrier/frequency resource utilization, applied to both IDLE/INACTIVE mode and CONNECTED mode.
Proposal 2: Study enhancements to simplify multiple carriers management effort and overhead.
Proposal 3: Frequency combination based elastic cell can be studied in R19 for multi-carrier enhancement.
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