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* * * First Change * * * *
[bookmark: _Toc161827485][bookmark: _Toc161839823][bookmark: _Toc153817499][bookmark: _Toc145947055][bookmark: _Toc138344547][bookmark: _Toc161827860][bookmark: _Toc153887532][bookmark: _Toc153887484][bookmark: _Toc145956049][bookmark: _Toc138411862][bookmark: _Toc130844156][bookmark: _Toc122096935][bookmark: _Toc114779018][bookmark: _Toc106639508][bookmark: _Toc98506223][bookmark: _Toc90650553][bookmark: _Toc88818631][bookmark: _Toc82716344][bookmark: _Toc74993756][bookmark: _Toc67685935][bookmark: _Toc58594425][bookmark: _Toc56517524][bookmark: _Toc51873396][bookmark: _Toc49849882][bookmark: _Toc45032393][bookmark: _Toc43215145][bookmark: _Toc36463305][bookmark: _Toc34147921][bookmark: _Toc27593050][bookmark: _Toc25168631][bookmark: _Toc20150384]5.3.2.16	AuthTrigger
[bookmark: _Toc161827486]5.3.2.16.1	General
The following procedure using the AuthTrigger service operation is supported:
-	Home network triggered primary authentication procedure as defined in 3GPP TS 33.501 [6] clause 6.1.5.
[bookmark: _Toc161827487]5.3.2.16.2	Auth Trigger
Figure 5.3.2.16.2-1 shows a scenario where the NF consumer (e.g. AAnF) sends a request to the UDM to request UDM to trigger a primary (re-)authentication.




Figure 5.3.2.16.2-1: Auth Trigger
1.	The NF Service Consumer sends a POST request (custom method: trigger-auth) to the UDM.
2a.	On success, the NF Service Consumer responds with "204 No Content".
2b.	If the user does not exist, HTTP status code "404 Not Found" shall be returned including additional error information in the response body (in the "ProblemDetails" element).
On failure, the appropriate HTTP status code indicating the error shall be returned and appropriate additional error information should be returned in the POST response body.

* * * Next Change * * * *
[bookmark: _Toc161827930]6.2.3.1	Overview
This clause describes the structure for the Resource URIs and the resources and methods used for the service.
Figure 6.2.3.1-1 depicts the resource URIs structure for the Nudm_UECM API.



Figure 6.2.3.1-1: Resource URI structure of the Nudm_UECM API
Table 6.2.3.1-1 provides an overview of the resources and applicable HTTP methods.
Table 6.2.3.1-1: Resources and methods overview
	Resource name
(Archetype)
	Resource URI
	HTTP method or custom operation
	Description

	Registrations
(Document)
	/{ueId}/registrations
	GET
	Retrieve UE's registration data sets

	
	/{ueId}/registrations/send-routing-info-sm
	send-routing-info-sm
(POST)
	Retrieve addressing information for SMS delivery

	Amf3GppAccessRegistration
(Document)
	/{ueId}/registrations/amf-3gpp-access
	PUT
	Update the AMF registration for 3GPP access

	
	
	PATCH
	Modify the AMF registration for 3GPP access

	
	
	GET
	Retrieve the AMF registration information for 3GPP access

	
	/{ueId}/registrations/amf-3gpp-access/dereg-amf
	dereg-amf (POST)
	Trigger AMF deregistration due to mobility from 5GC to EPC

	
	/{ueId}/registrations/amf-3gpp-access/pei-update
	pei-update
(POST)
	Updates the PEI in the 3GPP Access Registration context

	
	/{ueId}/registrations/amf-3gpp-access/roaming-info-update
	roaming-info-update
(POST)
	Updates the Roaming Information in the AMF 3GPP Registration context

	AmfNon3GppAccessRegistration
(Document)
	/{ueId}/registrations/amf-non-3gpp-access
	PUT
	Update the AMF registration for non 3GPP access

	
	
	PATCH
	Modify the AMF registration for non 3GPP access

	
	
	GET
	Retrieve the AMF registration information for non 3GPP access

	SmfRegistrations
(Store)
	/{ueId}/registrations/smf-registrations
	GET
	Retrieve the SMF registration information

	IndividualSmfRegistration
(Document)
	/{ueId}/registrations/smf-registrations/{pduSessionId}
	PUT
	Create an SMF registration identified by PDU Session Id

	
	
	DELETE
	Delete an individual SMF registration

	
	
	GET
	Retrieve the SMF registration information identified by PDU Session Id.

	
	
	PATCH
	Modify the SMF registration

	Smsf3GppAccessRegistration
(Document)
	/{ueId}/registrations/smsf-3gpp-access
	PUT
	Create or Update the SMSF registration

	
	
	DELETE
	Delete the SMSF registration for 3GPP access

	
	
	GET
	Retrieve the SMSF registration information

	
	
	PATCH
	Modify the SMSF registration for 3GPP access

	SmsfNon3GppAccessRegistration
(Document)
	/{ueId}/registrations/smsf-non-3gpp-access
	PUT
	Create or Update the SMSF registration for non 3GPP access

	
	
	DELETE
	Delete the SMSF registration for non 3GPP access

	
	
	GET
	Retrieve the SMSF registration information for non 3GPP access

	
	
	PATCH
	Modify the SMSF registration for non-3GPP access

	Location(Document)
	/{ueId}/registrations/location
	GET
	Retrieve the UE's location information by GMLC or NEF

	IpSmGwRegistration
(Document)
	/{ueId}/registrations/ip-sm-gw
	PUT
	Create or Update the IP-SM-GW registration

	
	
	DELETE
	Delete the IP-SM-GW registration

	
	
	GET
	Retrieve the IP-SM-GW registration information

	NwdafRegistration
(Document)
	/{ueId}/registrations/nwdaf-registrations/{nwdafRegistrationId}
	PUT
	Create an NWDAF registration

	
	
	DELETE
	Delete an individual NWDAF registration

	
	
	PATCH
	Modify the NWDAF registration

	NwdafRegistrations
(Store)
	/{ueId}/registrations/nwdaf-registrations
	GET
	Retrieve the NWDAF registration(s) information

	AuthTrigger
	/{ueId}/registrations/auth-trigger-auth
	auth-trigger-auth
(POST)
	Trigger the primary (re-)authentication




* * * Next Change * * * *

[bookmark: _Toc161827979]6.2.3.13.4	Resource Custom Operations
6.2.3.13.4.1	Overview
Table 6.2.3.13.4.1-1: Custom operations
	Operation Name
	Custom operation URI
	Mapped HTTP method
	Description

	auth-trigger-auth
	/{ueId}/registrations/auth-trigger-auth
	POST
	Trigger the primary (re-)authentication



6.2.3.13.4.2	Operation: auth-trigger-auth
6.2.3.13.4.2.1	Description
The auth-trigger operation is used by the NF service consumer (e.g. AAnF) to trigger a primary (re-)authentication.

* * * Next Change * * * *
[bookmark: _Toc161828472][bookmark: _Toc67682191][bookmark: _Toc45029417][bookmark: _Toc45028582][bookmark: _Toc36457663][bookmark: _Toc27585640][bookmark: _Toc11338879]A.3	Nudm_UECM API
openapi: 3.0.0

info:
  version: '1.3.0-alpha.6'
  title: 'Nudm_UECM'
  description: |
    Nudm Context Management Service.  
    © 2024, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).  
    All rights reserved.
[…]
  /{ueId}/registrations/auth-trigger-auth:
    get:
      summary: trigger the primary (re-)authentication
      operationId: authTrigger
      tags:
        - Trigger the primary (re-)authentication
      parameters:
        - name: ueId
          in: path
          description: Identifier of the UE
          required: true
          schema:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/VarUeId'
      requestBody:
        content:
          application/json:
            schema:
              $ref: '#/components/schemas/AuthTriggerInfo'
        required: true
      responses:
        '204':
          description: No content
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29571_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '411':
          $ref: 'TS29571_CommonData.yaml#/components/responses/411'
        '413':
          $ref: 'TS29571_CommonData.yaml#/components/responses/413'
        '415':
          $ref: 'TS29571_CommonData.yaml#/components/responses/415'
        '429':
          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '502':
          $ref: 'TS29571_CommonData.yaml#/components/responses/502'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          description: Unexpected error
[…]


* * * End of Changes * * * *
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