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	Reason for change:
	1) The definition of data type "UcmfNotification" (attribute "manAssOpRequestlist") contains a spare "minItems" keyword, along with a $ref keyword, which is incorrect ($ref should not have "sibling" properties).

In addition, the data type referenced by this $ref is an object, so "minItems" does not apply to it.


2) The description of the IEs is ManAssOpRequestlist is not consistent, since the first sentence indicates that "one or more IDs shall be present", but the definition of the IE allows to have an empty array (which is meant to delete all IDs).

This sentence, along with the following sentence, that indicates "The UCMF shall always provide a complete list of…" makes very unclear whether the intention is to provide only a list of IDs to be deleted, or to provide the complete list of IDs that the AMF should keep (and replace the old list).

This latest aspect makes it essential to clarify how these arrays are meant to be used.


	
	

	Summary of change:
	- Remove the unnecessary "minItems" keyword.

- Clarify the description of the IEs in ManAssOpRequestlist


	
	

	Consequences if not approved:
	Misleading specification; product implementations from different vendors (e.g. UCMF and AMF) will not interoperate if they interpret the notifications differently.
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	Other comments:
	This CR introduces backwards compatible corrections with impacts on the following APIs:
- TS29673_Nucmf_UERCM.yaml
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[bookmark: _Toc153804014][bookmark: _Toc160551361]* * * First Change * * * *
[bookmark: _Toc34143481][bookmark: _Toc25048114][bookmark: _Toc34750951][bookmark: _Toc34751712][bookmark: _Toc35941060][bookmark: _Toc43283960][bookmark: _Toc49762955][bookmark: _Toc51925809][bookmark: _Toc51925910][bookmark: _Toc161906281]6.1.6.2.9	Type: ManAssOpRequestlist
Table 6.1.6.2.9-1: Definition of type ManAssOpRequestlist
	Attribute name
	Data type
	P
	Cardinality
	Description

	plmnAssiUeRadioCapId
	array(PlmnAssiUeRadioCapId)
	C
	0..N
	This IE shall contain one or morea list of PLMN Assigned UE Radio Capability IDs to be deleted. (NOTE)

The UCMF shall always provide a complete list (potentially empty) of PLMN Assigned UE Radio Capability IDs to enable the AMF to overwrite the existing list.


	typeAllocationCode
	array (TypeAllocationCode)
	C
	0..N
	This IE shall contain one or morea list of Type Allocation Codes in corresponding to the PLMN Assigned UE Radio Capability IDs to be deleted. (NOTE)

The UCMF shall always provide a complete list (potentially empty) of Type Allocation Codes to enable the AMF to overwrite the existing list.


	NOTE:	Either plmnAssiUeRadioCapId or typeAllocationCode shall be present, not for both.




[bookmark: _Toc21954346][bookmark: _Toc25048132][bookmark: _Toc34143496][bookmark: _Toc34750967][bookmark: _Toc34751728][bookmark: _Toc35941076][bookmark: _Toc43283976][bookmark: _Toc49762972][bookmark: _Toc51925826][bookmark: _Toc51925927][bookmark: _Toc161906298]* * * Next Change * * * *
A.2	Nucmf_UECapabilityManagement API

(... text not shown for clarity ...)


    UcmfNotification:
      description: Data for a notification request from a UCMF
      type: object
      required:
        - dicEntryId
        - eventType
      properties:
        dicEntryId:
          $ref: '#/components/schemas/DicEntryId'
        eventType:
          $ref: '#/components/schemas/EventType'
        manAssOpRequestlist:
          $ref: '#/components/schemas/ManAssOpRequestlist'
          minItems: 1
        versionId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uinteger'
        newDicEntries:
          type: array
          items:
            $ref: '#/components/schemas/DicEntryData'
          minItems: 1


(... text not shown for clarity ...)

* * * End of Changes * * * *
