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* * * * First Change * * * *
[bookmark: _Toc11247318][bookmark: _Toc27044438][bookmark: _Toc36033480][bookmark: _Toc45131612][bookmark: _Toc49775897][bookmark: _Toc51746817][bookmark: _Toc66360361][bookmark: _Toc68104866][bookmark: _Toc74755496][bookmark: _Toc105674357][bookmark: _Toc130502396][bookmark: _Toc153625178][bookmark: _Toc161947087][bookmark: _Toc510696584][bookmark: _Toc35971376][bookmark: _Toc151461441][bookmark: _Toc11247907][bookmark: _Toc27045051][bookmark: _Toc36034102][bookmark: _Toc45132249][bookmark: _Toc49776534][bookmark: _Toc51747454][bookmark: _Toc66361036][bookmark: _Toc68105541][bookmark: _Toc74756173][bookmark: _Toc105675050][bookmark: _Toc130503120][bookmark: _Toc153625912][bookmark: _Toc161933116]5.3.2.3.5	Type: LocationInfo
This data type represents the user location information which is sent from the SCEF to the SCS/AS.
Table 5.3.2.3.5-1: Definition of LocationInfo data Type
	Attribute name
	Data type
	Cardinality
	Description
	Applicability

	ageOfLocationInfo
	DurationMin
	0..1
	Indicates the elapsed time since the last network contact of the UE.
Refer to the Age-Of-Location-Information AVP as defined in clause 7.3.126 of 3GPP TS 29.272 [33].
	

	cellId
	string
	0..1
	Indicates the Cell Global Identification of the user which identifies the cell the UE is registered.
Refer to the Cell-Global-Identity AVP or E-UTRAN-Cell-Global-Identity AVP as defined in clause 7.3.119 or clause 7.3.117 of 3GPP TS 29.272 [33]. (NOTE 2)
	

	enodeBId
	string
	0..1
	Indicates the eNodeB in which the UE is currently located.
Refer to the eNodeB-ID AVP or Extended-eNodeB-ID AVP as defined in clause 7.3.198 or clause 7.3.218 of 3GPP TS 29.272 [33].
	

	routingAreaId
	string
	0..1
	Identifies the Routing Area Identity of the user where the UE is located.
Refer to the Routing-Area-Identity AVP as defined in clause 7.3.120 of 3GPP TS 29.272 [33].
	

	trackingAreaId
	string
	0..1
	Identifies the Tracking Area Identity of the user where the UE is located.
Refer to the Tracking-Area-Identity AVP as defined in clause 7.3.118 of 3GPP TS 29.272 [33]. (NOTE 3)
	

	plmnId
	string
	0..1
	Identifies the PLMN Identity of the user where the UE is located.
Refer to the Visited-PLMN-Id AVP as defined in clause 7.3.9 of 3GPP TS 29.272 [33].
	

	twanId
	string
	0..1
	Identifies the TWAN Identity of the user where the UE is located.
	

	userLocation
	UserLocation
	0..1
	Contains UE location information. (NOTE 4)
	enNB1

	geographicArea
	GeographicArea
	0..1
	Identifies a geographic area of the user where the UE is located.
	

	civicAddress
	CivicAddress
	0..1
	The civic address of the target UE.
	eLCS

	positionMethod
	PositioningMethod
	0..1
	Identifies the positioning method used to obtain the location estimate of the UE, if it is available at the LCS server and if needed.
	eLCS

	qosFulfilInd
	AccuracyFulfilmentIndicator
	0..1
	Represents whether the requested accuracy is fulfilled or not.
(NOTE 1)
	eLCS

	ueVelocity
	VelocityEstimate
	0..1
	UE velocity, if requested and available
	eLCS

	ldrType
	LdrType
	0..1
	The IE may be included to indicate the type of event that triggers event notification.
	eLCS

	achievedQos
	MinorLocationQoS
	0..1
	When present, this IE shall contain the achieved Location QoS Accuracy of the estimated location.

This IE shall be present if received.
	MULTIQOS

	relAppLayerId
	ApplicationlayerId
	0..1
	Identifies the application layer ID of the related UE for ranging and sidelink positioning., such as located UE, reference UE, etc.
	Ranging_SL

	rangeDirection
	RangeDirection
	0..1
	Contains the range and direction information.
	Ranging_SL

	twoDRelLoc
	2DRelativeLocation
	0..1
	Contains the 2D relative location information.
	Ranging_SL

	threeDRelLoc
	3DRelativeLocation
	0..1
	Contains the 3D relative location information.
	Ranging_SL

	relVelocity
	VelocityEstimate
	0..1
	Contains the UE velocity relative to the UE identified via the "relAppLayerId" attribute.
	Ranging_SL

	upCumEvtRep
	UpCumEvtRep
	0..1
	Contains the cumulative event report for events reported via user plane.
	eLCS_en

	NOTE 1:	For the eLCS feature, if "reportingLocEstInd" attribute is set to false or omitted during the monitoring event request, the location estimation information shall not be included. Otherwise, if the "reportingLocEstInd" attribute is set to true, and 
-	if the "qosFulfilInd" attribute is set to "REQUESTED_ACCURACY_FULFILLED", the location estimate information may be included if the "lcsQosClass" attribute within the "locQoS" attribute is set to "BEST_EFFORT"; or 
-	if the "qosFulfilInd" attribute is set to "REQUESTED_ACCURACY_NOT_FULFILLED", the location estimate shall not be included if the "lcsQosClass" attribute within "locQoS" attribute is set to "ASSURED". 
NOTE 2:	For NEF, the context of the property shall refer to the Ecgi or Ncgi data type as defined in clause 5.4.4.5 or clause 5.4.4.6 of 3GPP TS 29.571 [45].
NOTE 3:	For NEF, the context of the property shall refer to the Tai data type as defined in clause 5.4.4 of 3GPP TS 29.571 [45]].
NOTE 4:	When the enNB1 feature is supported, the "userLocation" attribute may be provided instead of the "ageOfLocationInfo", "cellId", "enodeBId", "routingAreaId", "trackingAreaId", "plmnId" and "twanId" attributes, when applicable.



* * * * End of Changes * * * *
