

	
3GPP TSG-CT WG1 Meeting #148	C1-242680
Changsha, China, 15th – 19th April 2024
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	24.572
	CR
	0017
	rev
	2
	Current version:
	18.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	Clarification on the LCS session identity and UP connection release procedure

	
	

	Source to WG:
	CATT, Xiaomi

	Source to TSG:
	C1

	
	

	Work item code:
	5G_eLCS_Ph3
	
	Date:
	2024-04-01

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	[bookmark: _GoBack]Correct the title ”User plane connection release procedure” to “Network initiated user plane connection release procedure” to align with “Network initiated user plane connection establishment procedure Network initiated user plane connection establishment procedure”.

	
	

	Summary of change:
	Correct the title ”User plane connection release procedure” to “Network initiated user plane connection release procedure”.

	
	

	Consequences if not approved:
	Terminology is used inconsistently.

	
	

	Clauses affected:
	6.2.1.2, 6.2.1.2.2, 6.2.1.2.3

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


* * * First Change * * * *
[bookmark: _Toc155372057][bookmark: _Toc155372113][bookmark: _Toc20232646][bookmark: _Toc27746739][bookmark: _Toc36212921][bookmark: _Toc36657098][bookmark: _Toc45286762][bookmark: _Toc51948031][bookmark: _Toc51949123][bookmark: _Toc155372346][bookmark: _Toc146295267][bookmark: _Toc19634061][bookmark: _Toc44862899][bookmark: _Toc146090911][bookmark: _Toc19634093][bookmark: _Toc44862931][bookmark: _Toc146090943][bookmark: _Toc146237840][bookmark: _Toc26193027][bookmark: _Toc26193099][bookmark: _Toc35266502][bookmark: _Toc43195261][bookmark: _Toc45264015][bookmark: _Toc92299357][bookmark: _Toc146237859][bookmark: _Toc20232433][bookmark: _Toc27746519][bookmark: _Toc36212699][bookmark: _Toc36656876][bookmark: _Toc45286537][bookmark: _Toc51947804][bookmark: _Toc51948896][bookmark: _Toc131395811][bookmark: _Toc20232435][bookmark: _Toc27746521][bookmark: _Toc36212701][bookmark: _Toc36656878][bookmark: _Toc45286539][bookmark: _Toc51947806][bookmark: _Toc51948898][bookmark: _Toc131395813][bookmark: _Toc131395814][bookmark: _Toc20232673][bookmark: _Toc27746775][bookmark: _Toc36212957][bookmark: _Toc36657134][bookmark: _Toc45286798][bookmark: _Toc51948067][bookmark: _Toc51949159][bookmark: _Toc131398285][bookmark: _Toc131398287][bookmark: _Toc20209055][bookmark: _Toc27581300][bookmark: _Toc36113451][bookmark: _Toc45212709][bookmark: _Toc51932222][bookmark: _Toc146249884][bookmark: _Toc20209078][bookmark: _Toc27581326][bookmark: _Toc36113477][bookmark: _Toc45212735][bookmark: _Toc51932248][bookmark: _Toc146249911][bookmark: _Toc20232391][bookmark: _Toc27746477][bookmark: _Toc36212657][bookmark: _Toc36656834][bookmark: _Toc45286495][bookmark: _Toc51947762][bookmark: _Toc51948854][bookmark: _Toc146294942][bookmark: _Toc20232675][bookmark: _Toc27746777][bookmark: _Toc36212959][bookmark: _Toc36657136][bookmark: _Toc45286800][bookmark: _Toc51948069][bookmark: _Toc51949161][bookmark: _Toc131396083][bookmark: _Toc517469172][bookmark: _Toc26193014][bookmark: _Toc26193086][bookmark: _Toc35266489][bookmark: _Toc43195248][bookmark: _Toc45264002][bookmark: _Toc92299344][bookmark: _Toc123630306][bookmark: _Toc114484699][bookmark: _Hlk114581580][bookmark: _Toc20232683][bookmark: _Toc27746785][bookmark: _Toc36212967][bookmark: _Toc36657144][bookmark: _Toc45286808][bookmark: _Toc51948077][bookmark: _Toc51949169][bookmark: _Toc114476338][bookmark: _Toc114485497][bookmark: _Toc68203531][bookmark: _Toc20217977][bookmark: _Toc27743862][bookmark: _Toc35959433][bookmark: _Toc45202865][bookmark: _Toc45700241][bookmark: _Toc51919977][bookmark: _Toc68251037][bookmark: _Toc114844022][bookmark: _Toc35266510][bookmark: _Toc43195269][bookmark: _Toc45264023][bookmark: _Toc92299365][bookmark: _Toc155373640][bookmark: _Toc20217915][bookmark: _Toc27743800][bookmark: _Toc35959371][bookmark: _Toc45202802][bookmark: _Toc45700178][bookmark: _Toc51919914][bookmark: _Toc68250974][bookmark: _Toc155127560][bookmark: _Toc160553782][bookmark: _Toc160553813]6.2.1.2	Network initiated Uuser plane connection release procedure
[bookmark: _Toc160553784]* * * Next Change * * * *
[bookmark: _Toc144300620]6.2.1.2.2	Network initiated Uuser plane connection release procedure initiation by LMF
The LMF initiates the user plane connection release procedure by sending the USER PLANE CONNECTION RELEASE COMMAND message to the UE, as shown in figure 6.2.1.2.2.1, the LMF:
a)	shall generate the USER PLANE CONNECTION RELEASE COMMAND message according to subclause 10.3.6;
b)	shall send the USER PLANE CONNECTION RELEASE COMMAND message to the UE; and
c)	shall start a timer T5010 upon sending the USER PLANE CONNECTION RELEASE COMMAND message.


Figure 6.2.1.2.2.1: User plane connection release procedure
* * * Next Change * * * *
[bookmark: _Hlk151036759][bookmark: _Toc160553785]6.2.1.2.3	Network initiated Uuser plane connection release procedure accepted by UE
Upon receipt of a USER PLANE CONNECTION RELEASE COMMAND message from the LMF, the UE shall stop the timer T5013 if running, stop sending LCS-UPP messages, terminate the TLS connection, create a USER PLANE CONNECTION RELEASE COMPLETE message according to clause 10.3.7 and send it to the LMF, and consider the LCS secured user plane connection between the UE and the LMF as released.
Upon reception of a USER PLANE CONNECTION RELEASE COMPLETE message from the UE, the LMF shall stop the timer T5010 and shall consider the LCS secured user plane connection between the UE and the LMF as released.

* * * End of Changes * * * *
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