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* * * 1st Change * * * *
[bookmark: _Toc160569211][bookmark: _Toc157624724]5.1	GeneralOverview
Editor’s Note:	This clause will provide description of provisioning of Raning_SL configuration.
Ranging and sidelink positioning configration information are configured by the related procedures which allow configuration of necessary ranging and sidelink positioning configration information to UE.
The ranging and sidelink positioning configration information is described in clause 5.2.
The procedures to allow the UE to obtain the ranging and sidelink positioning policy (RSLPP) is described in clause 5.3.

* * * 2nd Change * * * *
[bookmark: _Toc131694854][bookmark: _Toc157624728][bookmark: _Toc160569215][bookmark: _Hlk150029536]5.2.3	Configuration parameters for ranging and sidelink positioning
The configuration parameters for ranging and sidelink positioning consist of:
a)	a validity timer for the validity of the configuration parameter for ranging and sidelink positioning;
b)	a list of PLMNs in which the UE is authorised to perform ranging and sidelink positioning when the UE is "served by NG-RAN" and in each PLMN the role which the UE is authorized to act as one or more of the following:
1)		located UE; 
[bookmark: _Hlk150164543]2)	SL positioning client UE; and
3)	SL positioning server UE;
NOTE 1:	A UE authorised to perform ranging and sidelink positioning in a given PLMN is also authorised to act as a target UE and as a SL reference UE in this PLMN.
[bookmark: OLE_LINK1]c)	an indication of whether the UE is authorized to perform ranging and sidelink positioning when "not served by NG-RAN" and the role which the UE is authorized to act as one or more of the following:
1)		located UE; or
2)	SL positioning server UE;
NOTE 2:	A UE authorised to perform ranging and sidelink positioning when "not served by NG-RAN" is also authorised to act as a target UE and as a SL reference UE when "not served by NG-RAN".
[bookmark: OLE_LINK2]d)	one or more of the below:
1)	5G ProSe related mapping rules including:
i)	a list of ProSe identifier for ranging and sidelink positioning to ranging and sidelink positioning QoS parameters mapping rules. The ranging and sidelink positioning QoS parameters are defined in clause 5.7.2 of 3GPP TS 23.586 [2]; and
ii)	a list of ProSe identifier for ranging and sidelink positioning to PQI for RSPP transport QoS mapping rules. The PQI for RSPP transport QoS is defined in clause 5.7.3 of 3GPP TS 23.586 [2]; or
2)	V2X service related mapping rules including:
i)	a list of V2X service identifier for ranging and sidelink positioning to ranging and sidelink positioning QoS parameters mapping rules. The ranging and sidelink positioning QoS parameters are defined in clause 5.7.2 of 3GPP TS 23.586 [2]; and
ii)	a list of V2X service identifier for ranging and sidelink positioning to PQI for RSPP transport QoS mapping rules. The PQI for RSPP transport QoS is defined in clause 5.7.3 of 3GPP TS 23.586 [2];
e)	an indication of whether the UE is allowed to use UE-only operation to perform ranging and sidelink positioning when the UE is served by the NG-RAN and the network-based operation is not supported by the network;
f)	optionally, the SLPKMF address information; and
g)	optionally, user Iinfo ID for Rranging and sidelink/SL pPositioning UE discovery.
NOTE 3:	If the application layer ID is not available then the user Info ID can be used as provided by the PCF, configured in the UICC, or configured in the ME.

* * * 3rd Change * * * *
[bookmark: _Toc34404356][bookmark: _Toc25070670][bookmark: _Toc59209145][bookmark: _Toc59208874][bookmark: _Toc51951120][bookmark: _Toc45882570][bookmark: _Toc45282184][bookmark: _Toc34388585][bookmark: _Toc22039961][bookmark: _Toc123634538][bookmark: _Toc160569219][bookmark: _Toc157624732][bookmark: _Hlk130388554]5.3.2.1	General
The UE-requested RSLPP provisioning procedure enables the UE to request RSLPP from the PCF in the following cases:
a)	if the T5aaa for UE policies for ranging and sidelink positioning expires; and
b)	if there are no valid configuration parameters, e.g., for the current area, or due to abnormal situation.
The UE shall follow the principles of PTI handling for UE policy delivery service procedures defined in 3GPP TS 24.501 [3] clause D.1.2.

* * * End of Changes * * * *

