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* * * First Change * * * *
[bookmark: _Toc162969391][bookmark: _Hlk135040752][bookmark: _Toc157624724][bookmark: _Toc160569211][bookmark: _Hlk163398279][bookmark: _Hlk163466714]10.2.x1	Serving PLMN ID
The serving PLMN ID IE shall be included:
-	in the PROSE PC5 DISCOVERY message for ranging and sidelink positioning UE discovery announcement as described in Table 10.2.1.1 or PROSE PC5 DISCOVERY message group member discovery announcement for ranging and sidelink positioning as described in Table 10.2.1.4 by the announcing UE if the announcing UE is acting as a located UE and the announcing UE performs the ranging and sidelink positioning operation utilizing the location services signalling messages as defined in 3GPP TS 23.273 [11]; or
-	in the PROSE PC5 DISCOVERY message for ranging and sidelink positioning UE discovery response as described in Table 10.2.1.3 or PROSE PC5 DISCOVERY message for group member discovery response for ranging and sidelink positioning as described in Table 10.2.1.6 by the discoveree UE if the discoveree UE is acting as a located UE and the discoveree UE performs the ranging and sidelink positioning operation utilizing the location services signalling messages as defined in 3GPP TS 23.273 [11].
* * * Next Change * * * *

10.2.x2	RSPP metadata
The RSPP metadata IE shall be included in PROSE PC5 DISCOVERY message for ranging and sidelink positioning UE discovery solicitation as described in Table 10.2.1.2 or PROSE PC5 DISCOVERY message for group member discovery solicitation for ranging and sidelink positioning as described in Table 10.2.1.5 if available in the discoverer UE to provide the RSPP metadata information e.g., the specific role(s) to be discovered.
* * * Next Change * * * *

10.2.x3	Discoveree user info
The discoveree user info IE shall be included in PROSE PC5 DISCOVERY message for ranging and sidelink positioning UE discovery solicitation as described in Table 10.2.1.2 if it is provided by the upper layers to identify a specific discoveree UE.
* * * Next Change * * * *

10.2.x4	Discoverer user info
The discoverer user info IE shall be included in PROSE PC5 DISCOVERY message for ranging and sidelink positioning UE discovery solicitation as described in Table 10.2.1.2 if it is provided by the upper layers to identify a specific discoveree UE.
* * * Next Change * * * *

10.2.x5	Target user info
The target user info IE shall be included in PROSE PC5 DISCOVERY message for group member discovery solicitation for ranging and sidelink positioning as described in Table 10.2.1.5 if the target information is provided by the upper layers to identify a specific group member of the application layer group identified by the configured application layer group ID.
[bookmark: _CR10_2_5][bookmark: _CR10_2_6][bookmark: _CR10_2_7][bookmark: _CR10_2_11]* * * End of Changes * * * *
