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* * * 1st Change * * * *
[bookmark: _Toc525231349][bookmark: _Toc160569344][bookmark: _Toc34404460][bookmark: _Toc45282305][bookmark: _Toc45882691][bookmark: _Toc68196342][bookmark: _Toc34388689][bookmark: _Toc155372238][bookmark: _Toc25070712][bookmark: _Toc59209013][bookmark: _Toc51951241]10.4.1.1	Message definition
This message is sent by the initiating UE to request the ranging and sidelink positioning result from a target UE over the PC5-U interface.
Message type:	SIDELINK POSITIONING SERVICE REQUEST
Significance:	dual
Direction:	UE to peer UE

Table 10.4.1.1: SIDELINK POSITIONING SERVICE REQUEST message
	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	SIDELINK POSITIONING SERVICE REQUEST message identity
	PC5-U message type
11.4.1
	M
	V
	1

	
	PTIransaction ID
	Procedure Ttransaction ID
11.4.2
	M
	V
	12

	
	Source user info
	Related user info
11.4.3
	M
	LV
	3-257

	y1
	Target UE
	Related user info
11.4.3
	O
	TLV
	4-258

	y2
	SL reference UE list
	List of related user info
11.4.4
	O
	TLV-E
	TBD

	y3
	Requested sidelik results
	Requested sidelik results
11.4.5
	O
	TV
	2

	y4
	Related UE list
	List of related user info
11.4.4
	O
	TLV-E
	TBD

	y5
	Location QoS
	Location QoS
11.4.6
	O
	TV
	12



[bookmark: _Toc59209018][bookmark: _Toc51951246][bookmark: _Toc68196347][bookmark: _Toc45282310][bookmark: _Toc45882696][bookmark: _Toc155372243][bookmark: _Toc160569349][bookmark: _Toc160569350]* * * 2nd Change * * * *
[bookmark: _Toc160569351]10.4.2.1	Message definition
This message is sent by a UE to another peer UE to response the received SIDELINK POSITIONING SERVICE RESPONSE message over the PC5-U interface. See table 10.4.2.1.1.
Message type:	SIDELINK POSITIONING SERVICE RESPONSE
Significance:	dual
Direction:	UE to peer UE

Table 10.4.2.1.1: SIDELINK POSITIONING SERVICE RESPONSE message
	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	SIDELINK POSITIONING SERVICE RESPONSE message identity
	PC5-U message type
11.4.1
	M
	V
	1

	
	PTIransaction ID
	Procedure Ttransaction ID
11.4.2
	M
	V
	21

	
	Sidelink positioning result
	[bookmark: _Hlk159262909]List of sidelink positioning results
11.4.7
	M
	V
	TBD



[bookmark: _Toc160569373]* * * 3rd Change * * * *
11.4.2	Procedure Ttransaction ID
This parameter is used to uniquely identify a PC5-U transaction when it is combined with other PC5-U transactions in the same transport message. The procedure transaction ID is an integer in the 0-127255 range.
The Procedure transaction ID is a type 3 information element with length of 1 octet.
[bookmark: MCCQCTEMPBM_00000034]The Procedure transaction ID information element is coded as shown in figure 11.4.2.1 and table 11.4.2.1.
	8
	7
	6
	5
	4
	3
	2
	1
	

	Procedure transaction ID value
	octet 1


Figure 11.4.2.1: Procedure transaction ID information element
Table 11.4.2.1: Procedure transaction ID information element
	Procedure transaction ID value (octet 1)

	Bits

	8
	7
	6
	5
	4
	3
	2
	1
	
	

	0
	0
	0
	0
	0
	0
	0
	0
	
	\

	to
	
	} Procedure transaction ID value

	0
	1
	1
	1
	1
	1
	1
	1
	
	/

	[bookmark: MCCQCTEMPBM_00000106]
	
	
	
	
	
	
	
	
	

	All other values are reserved.



[bookmark: _Toc160569352]* * * 4th Change * * * *
[bookmark: _Toc160569374]11.4.3	Related user info
The purpose of the related user info parameter information element carries an application layer ID as specified in clause 11.2.5 and the associated UE role of the UE acts in the ongoing ranging and sidelink positioning service.
The related user info information element is coded as shown in figure 11.4.3.1 and table 11.4.3.1.
The related user info is a type 4 information element.

	[bookmark: _CRFigure11_2_15_1]8
	7
	6
	5
	4
	3
	2
	1
	

	Related user info IEI
	octet 1

	Length of related user info contents
	octet 2

	Application layer ID contents
	octet 3

	
	
octet m

	UE role
	octet m+1


Figure 11.4.3.1: Related user info information element
[bookmark: _CRTable11_3_48_2]Table 11.4.3.1: Related user info information element
	[bookmark: _Hlk159265491]The length of related user info contents field contains the binary coded representation of the length of the related user info contents field.


	Application layer ID (octet 2 to m)
The Application layer ID field contains the user info ID parameter carries carrying an application layer ID as specified in clause 11.2.15 of 3GPP TS 24.554 [6].


	UE role (octet m+1)
The UE role field contains the role the UE acts in the ongoing ranging and sidelink positioning service.


[bookmark: _CRTable11_3_1_1]Table 11.4.3.2: UE role
	Bits
	
	

	8
	7
	6
	5
	4
	3
	2
	1
	
	

	0
	0
	0
	0
	0
	0
	0
	1
	
	LOCATED_UE

	0
	0
	0
	0
	0
	0
	1
	0
	
	SL REFERENCE_UE

	0
	0
	0
	0
	0
	0
	1
	1
	
	TARGET_UE

	0
	0
	0
	0
	0
	1
	0
	0
	
	SL POSITINING SERVER_UE

	0
	0
	0
	0
	0
	1
	0
	1
	
	SL POSITINING CLIENT_UE

	All other values reserved



* * * End of Changes * * * *

