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A.1.1 states:
----------------
Required parameters:
type parameter.
The type parameter can be set to "IP", or "non-IP".
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***** change *****
A.1.2	Mapping vnd.3gpp.5gsa2x MIME parameters into SDP
The information carried in the MIME application type has a specific mapping to fields in SDP.
A vnd.3gpp.5gsa2x connection shall be described by using an SDP m line. According to IETF RFC 4566 [22], the m-line format is the following:
m=<media> <port> <transport> <fmt>
For vnd.3gpp.5gsa2x:
-	the media type field shall have a value of "application";
-	the port field shall include the transport port for A2X;
-	the transport field shall have a value of "udp";
-	the format field shall have a value of "vnd.3gpp.5gsa2x".
The following is an example of an m line for a vnd.3gpp.5gsa2x connection:
m=application 1234 udp vnd.3gpp.5gsa2x
The vnd.3gpp.5gsa2x media type parameters are indicated in the <format specific parameters> portion of the SDP "a=fmtp" attribute by a semicolon separated list of parameters as shown in table A.1.2-1.
Table A.1.2-1: ABNF syntax of the <format specific parameters> portion of the SDP "a=fmtp" attribute
format-specific-parameters = param *( ";" param )
param                      = param-name [ "=" param-value ]
param-name                 = ALPHA *(ALPHA / DIGIT / "-")
param-value                = *( param-char )
param-char                 = *( %x20-3A / %x3C-FF )

The following is an example of an attribute line for vnd.3gpp.5gsa2x options:
a=fmtp:vnd.3gpp.5gsa2x type=non-IP;5gsa2x-message-family=1
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