

	
[bookmark: _Hlk145491888]3GPP TSG-CT WG1 Meeting #149	C1-243311
Hyderabad, India, 27-31 May 2024
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	24.554
	CR
	0579
	rev
	-
	Current version:
	18.4.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	



	

	Title:	
	Correcting all wrong references to the parameters used for PC3ach interface

	
	

	Source to WG:
	Nokia

	Source to TSG:
	C1

	
	

	Work item code:
	TEI18, 5G_ProSe
	
	Date:
	2024-05-15

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	All references to different parameters used for PC3ach interface in clauses 10.7.4.2 and 10.7.4.3 are not correct, as they refer to 11.6.2.x rather than 11.7.2.x. This needs to be corrected.

	
	

	Summary of change:
	Correcting the wrong references.

	
	

	Consequences if not approved:
	Wrong references remain.

	
	

	Clauses affected:
	10.7.4.2, 10.7.4.3

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


[bookmark: _Hlk118471422]***** First change *****
[bookmark: _Toc525231344][bookmark: _Toc59198744][bookmark: _Toc75283102][bookmark: _Toc162969636]10.7.4.2	Semantics of <PROSE_USAGE_INFORMATION_REPORT_LIST>
The <PROSE_USAGE_INFORMATION_REPORT_LIST> element contains:
a)	a <transaction-ID> element containing the parameter defined in clause 11.76.2.1;
b)	one or more <usage-information-report> elements;
c)	zero, one or more <app-specific-info> element;
d)	zero or one <anyExt> element containing elements defined in future releases;
e)	zero, one or more elements from other namespaces defined in future releases; and
f)	zero, one or more attributes defined in future releases.
The <usage-information-report> element carries one usage information report. The <usage-information-report> element contains:
a)	mandatory "sequence-number" attribute containing the parameter defined in clause 11.76.2.2;
b)	zero, one or more <coverage> elements;
c)	zero, one or more <group> element;
d)	zero, one or more <unicast> element;
e)	zero, one or more <radio-parameter-set> elements;
f)	zero or one <anyExt> element containing elements defined in future releases;
g)	zero, one or more elements from other namespaces defined in future releases; and
h)	zero, one or more attributes defined in future releases.
The <coverage> element carries information whether the UE was in NG-RAN coverage or out of NG-RAN coverage. The <coverage> element contains:
a)	mandatory "in-coverage" attribute containing the parameter defined in clause 11.76.2.3;
b)	optional "timestamp" attribute containing the parameter defined in clause 11.76.2.7 indicating date and time when the information given in the element start being valid;
c)	if the UE was in NG-RAN coverage, zero, one or more <location> elements;
d)	zero or one <anyExt> element containing elements defined in future releases;
e)	zero, one or more elements from other namespaces defined in future releases; and
f)	zero, one or more attributes defined in future releases.
The <location> element carries information about an NG-RAN cell where the UE was camping on or which the UE used in the 5GMM-CONNECTED mode. The <location> element contains:
a)	an optional "NCGI" attribute containing the parameter defined in clause 11.76.2.4;
b)	an optional "timestamp" attribute containing the parameter defined in clause 11.76.2.7 indicating date and time when the information given in the element start being valid;
c)	zero or one <anyExt> element containing elements defined in future releases;
d)	zero, one or more elements from other namespaces defined in future releases; and
e)	zero, one or more attributes defined in future releases.
The <radio-parameter-set> element carries information about the configured radio parameters for the ProSe direct communication applicable in the geographical area of the UE. The <radio-parameter-set> element contains:
a)	a mandatory "params" attribute containing the parameter defined in clause 11.76.2.5;
b)	a mandatory "timestamp" attribute containing the parameter defined in clause 11.76.2.7 indicating date and time when the information given in the element start being valid;
c)	zero or one <anyExt> element containing elements defined in future releases;
d)	zero, one or more elements from other namespaces defined in future releases; and
e)	zero, one or more attributes defined in future releases.
The <group> element carries information about a 5G ProSe group. The <group> element contains:
a)	a mandatory "prose-layer2-group-ID" attribute containing the parameter defined in clause 11.76.2.8;
b)	a mandatory "prose-group-IP-multicast-address" attribute containing the parameter defined in clause 11.76.2.10;
c)	an optional "first-transmission-timestamp" attribute containing the parameter defined in clause 11.76.2.7 indicating date and time of the first transmission to the ProSe Group IP multicast address in the collection period;
d)	an optional "first-reception-timestamp" attribute containing the parameter defined in clause 11.76.2.7 indicating date and time of the first reception from the ProSe Group IP multicast address in the collection period;
e)	a <UE-source-IP-address> element containing the parameter defined in clause 11.76.2.10, of the UE;
f)	a <UE-source-layer2-id> element containing the parameter defined in clause 11.76.2.11, of the UE;
g)	zero, one or more <transmitter> element;
h)	zero, one or more <transmission> element;
i)	zero, one or more <reception> element;
j)	zero, one or more <qos-flow> elements;
k)	zero or one <anyExt> element containing elements defined in future releases;
l)	zero, one or more elements from other namespaces defined in future releases; and
m)	zero, one or more attributes defined in future releases.
The <unicast> element carries information about an unicast mode 5G ProSe direct communication. The <unicast> element contains:
a)	an optional "first-transmission-timestamp" attribute containing the parameter defined in clause 11.76.2.7 indicating date and time of the first transmission in the unicast mode 5G ProSe direct communication in the collection period;
b)	an optional "first-reception-timestamp" attribute containing the parameter defined in clause 11.76.2.7 indicating date and time of the first reception in the unicast mode 5G ProSe direct communication in the collection period;
c)	a <UE-source-IP-address> element containing the parameter defined in clause 11.76.2.10, of the UE;
d)	a <UE-source-layer2-id> element containing the parameter defined in clause 11.76.2.11, of the UE;
e)	zero, one or more <transmitter> element;
f)	zero, one or more <receiver> element;
g)	zero, one or more <transmission> element;
h	zero, one or more <reception> element;
i)	zero, one or more <relay-UE> element;
j)	zero, one or more < relay> element;
k)	zero, one or more <qos-flow> elements;
l)	zero or one <anyExt> element containing elements defined in future releases;
m)	zero, one or more elements from other namespaces defined in future releases; and
n)	zero, one or more attributes defined in future releases.
The <transmitter> element carries information about a transmitter in a 5G ProSe group or in an unicast mode 5G ProSe direct communication. The <transmitter> element contains:
a)	a mandatory "source-IP-address" attribute containing the parameter defined in clause 11.76.2.10, of the transmitter;
b)	a mandatory "source-layer2-id" attribute containing the parameter defined in clause 11.76.2.11, of the transmitter;
c)	zero or one <anyExt> element containing elements defined in future releases;
d)	zero, one or more elements from other namespaces defined in future releases; and
e)	zero, one or more attributes defined in future releases.
The <receiver> element carries information about a receiver in an unicast mode 5G ProSe direct communication. The <receiver> element contains:
a)	a mandatory "target-IP-address" attribute containing the parameter defined in clause 11.76.2.10, of the receiver;
b)	a mandatory "target-layer2-id" attribute containing the parameter defined in clause 11.76.2.11, of the receiver;
c)	zero or one <anyExt> element containing elements defined in future releases;
d)	zero, one or more elements from other namespaces defined in future releases; and
e)	zero, one or more attributes defined in future releases.
The <transmission> element carries information about a transmission in a ProSe group or in an unicast mode 5G ProSe direct communication. The <transmission> element contains:
a)	a mandatory "in-coverage" attribute containing the parameter defined in clause 11.76.2.3;
b)	if the UE was in NG-RAN coverage when transmitting the data, an optional "NCGI" attribute containing the parameter defined in clause 11.76.2.5, indicating NG-RAN Cell Global Identification of the NG-RAN cell where the UE was camping on or which the UE used in the 5GMM-CONNECTED mode when transmitting the data;
c)	if the UE was in NG-RAN coverage and the "NCGI" attribute is included:
1)	a mandatory "amount" attribute containing the parameter defined in clause 11.76.2.12 indicating the amount of octets transmitted to the ProSe group or in an unicast mode 5G ProSe direct communication:
-	when the UE was camping on a cell identified by the "NCGI" attribute when transmitting the data; or
-	when the UE used in the 5GMM-CONNECTED mode a cell identified by the "NCGI" attribute when transmitting the data; and
2)	an optional "timestamp" attribute containing the parameter defined in clause 11.76.2.7 indicating date and time of the first transmission in the NG-RAN cell;
d)	if the UE was in NG-RAN coverage and the "NCGI" attribute is not included:
1)	a mandatory "amount" attribute containing the parameter defined in clause 11.76.2.12 indicating the amount of octets transmitted to the ProSe group or in an unicast mode 5G ProSe direct communication during the in NG-RAN coverage period; and
2)	an optional "timestamp" attribute containing the parameter defined in clause 11.76.2.7 indicating date and time of the first transmission during the in NG-RAN coverage period;
e)	if the UE was out of NG-RAN coverage:
1)	a mandatory "amount" attribute containing the parameter defined in clause 11.76.2.12 indicating the amount of octets transmitted to the ProSe group or in an unicast mode 5G ProSe direct communication during the out of NG-RAN coverage period; and
2)	an optional "timestamp" attribute containing the parameter defined in clause 11.76.2.7 indicating date and time of the first transmission during the out of NG-RAN coverage period;
f)	an optional "radio-resources-ind" attribute containing the parameter defined in clause 11.76.2.13;
g)	an optional "radio-frequency" attribute containing the parameter defined in clause 11.76.2.14;
h)	zero or one <anyExt> element containing elements defined in future releases;
i)	zero, one or more elements from other namespaces defined in future releases; and
j)	zero, one or more attributes defined in future releases.
The <reception> element carries information about a reception in a ProSe group or in an unicast mode 5G ProSe direct communication. The <reception> element contains:
a)	a mandatory "in-coverage" attribute containing the parameter defined in clause 11.76.2.3 indicating whether the UE was in NG-RAN coverage when receiving the data;
b)	if the UE was in NG-RAN coverage when receiving the data, an optional "NCGI" attribute containing the parameter defined in clause 11.76.2.4 indicating NG-RAN Cell Global Identification of the NG-RAN cell where the UE was camping on or which the UE used in the 5GMM-CONNECTED mode when receiving the data;
c)	if the UE was in NG-RAN coverage and the "NCGI" attribute is included:
1)	a mandatory "amount" attribute containing the parameter defined in clause 11.76.2.12 indicating the amount of octets received from the ProSe group or in an unicast mode 5G ProSe direct communication:
-	when the UE was camping on a cell identified by the "NCGI" attribute when receiving the data; or
-	when the UE used in the 5GMM-CONNECTED mode a cell identified by the "NCGI" attribute when receiving the data; and
2)	an optional "timestamp" attribute containing the parameter defined in clause 11.76.2.7 indicating date and time of the first reception in the NG-RAN cell;
d)	if the UE was in NG-RAN coverage and the "NCGI" attribute is not included:
1)	a mandatory "amount" attribute containing the parameter defined in clause 11.76.2.12 indicating the amount of octets received from the ProSe group or in an unicast mode 5G ProSe direct communication during the in NG-RAN coverage period: and
2)	an optional "timestamp" attribute containing the parameter defined in clause 11.76.2.7 indicating date and time of the first reception during the in NG-RAN coverage period;
e)	if the UE was out of NG-RAN coverage:
1)	a mandatory "amount" attribute containing the parameter defined in clause 11.76.2.12 indicating the amount of octets received from the ProSe group or in an unicast mode 5G ProSe direct communication during the out of NG-RAN coverage period; and
2)	an optional "timestamp" attribute containing the parameter defined in clause 11.76.2.7 indicating date and time of the first reception during the out of NG-RAN coverage period;
f)	an optional "radio-resources-ind" attribute containing the parameter defined in clause 11.76.2.13;
g)	an optional "radio-frequency" attribute containing the parameter defined in clause 11.76.2.14;
h)	zero or one <anyExt> element containing elements defined in future releases;
i)	zero, one or more elements from other namespaces defined in future releases; and
j)	zero, one or more attributes defined in future releases.
The <relay-UE> element carries information about a 5G ProSe UE-to-network relay UE. The <relay-UE> element contains:
a)	a mandatory "relay-UE-IP-address" attribute containing the parameter defined in clause 11.76.2.10, of the 5G ProSe UE-to-network relay UE;
b)	a mandatory "relay-UE-id" attribute containing the parameter defined in clause 11.76.2.11, of the 5G ProSe UE-to-network relay UE;
c)	zero or one <anyExt> element containing elements defined in future releases;
d)	zero, one or more elements from other namespaces defined in future releases; and
e)	zero, one or more attributes defined in future releases.
The <relay> element carries information about a data relay in an unicast mode 5G ProSe direct communication between the 5G ProSe remote UE and the 5G ProSe UE-to-network relay UE,. The <relay> element contains:
a)	a mandatory "NCGI" attribute containing the parameter defined in clause 11.76.2.4, indicating NG-RAN Cell Global Identification of the NG-RAN cell where the UE was camping on or which the UE used in the 5GMM-CONNECTED mode when relaying the data;
b	a mandatory "amount" attribute containing the parameter defined in clause 11.76.2.12 indicating the amount of octets relayed by the UE used in the 5GMM-CONNECTED mode a cell identified by the "NCGI" attribute when relaying the data;
c)	a mandatory "timestamp" attribute containing the parameter defined in clause 11.76.2.7 indicating date and time of the first data relay in the NG-RAN cell;
d)	an optional "radio-resources-ind" attribute containing the parameter defined in clause 11.76.2.13;
e)	an optional "radio-frequency" attribute containing the parameter defined in clause 11.76.2.14;
f)	zero or one <anyExt> element containing elements defined in future releases;
g)	zero, one or more elements from other namespaces defined in future releases; and
h)	zero, one or more attributes defined in future releases.
The <app-specific-info> element contains an application specific data received from upper layers during the collection period.
The <qos-flow> element carries information of PC5 QoS flows used by the UE for 5G ProSe direct communication. The <qos-flow> element contains:
a)	a mandatory "qos-flow-id" attribute containing the parameter defined in clause 11.76.2.15;
b)	zero, one or more "<qos-parameter-set>" element;
c)	an optional "timestamp" attribute containing the parameter defined in clause 11.76.2.7 indicating date and time when the information given in the element start being valid;
d)	an optional "timestamp" attribute containing the parameter defined in clause 11.76.2.7 indicating date and time when the information given in the element stop being valid;
e)	a mandatory "amount" attribute containing the parameter defined in clause 11.76.2.12 indicating the amount of octets of the QoS flow transmitted or received;
f)	zero or one <anyExt> element containing elements defined in future releases;
g)	zero, one or more elements from other namespaces defined in future releases; and
h)	zero, one or more attributes defined in future releases.
The <qos-parameter-set> element carries information of QoS parameters for the PC5 QoS flows used by the UE for 5G ProSe direct communication. The <qos-parameter-set> element contains:
a)	a mandatory "pqi" attribute containing the parameter defined in clause 11.76.2.16;
b)	an optional "gfbr" attribute containing the parameter defined in clause 11.76.2.17;
c)	an optional "mfbr" attribute containing the parameter defined in clause 11.76.2.18;
d)	an optional "averaging-window" attribute containing the parameter defined in clause 11.76.2.19;
e)	an optional "Resource-type" attribute containing the parameter defined in clause 11.76.2.20;
f)	an optional "default-priority-level" attribute containing the parameter defined in clause 11.76.2.21;
g)	an optional "packet-delay-budget" attribute containing the parameter defined in clause 11.76.2.22;
h)	an optional "packet-error-rate" attribute containing the parameter defined in clause 11.76.2.23;
i)	an optional "default-maximum-data-burst-volume" attribute containing the parameter defined in clause 11.76.2.24;
j)	zero or one <anyExt> element containing elements defined in future releases;
k)	zero, one or more elements from other namespaces defined in future releases; and
l)	zero, one or more attributes defined in future releases.
***** Next change *****
[bookmark: _Toc525231345][bookmark: _Toc59198745][bookmark: _Toc75283103][bookmark: _Toc162969637]10.7.4.3	Semantics of <PROSE_USAGE_INFORMATION_REPORT_LIST_RESPONSE>
The <PROSE_USAGE_INFORMATION_REPORT_LIST_RESPONSE> element contains:
a)	one of <response-accept> element and <response-reject> element;
b)	zero or one <anyExt> element containing elements defined in future releases;
c)	zero, one or more elements from other namespaces defined in future releases; and
d)	zero, one or more attributes defined in future releases.
The <response-accept> element indicates that a related PROSE_USAGE_INFORMATION_REPORT_LIST message was accepted. The <response-accept> element contains:
a)	<transaction-ID> element containing the parameter defined in clause 11.76.2.1 indicating the value of the transaction ID of the related PROSE_USAGE_INFORMATION_REPORT_LIST message;
b)	zero or one <anyExt> element containing elements defined in future releases;
c)	zero, one or more elements from other namespaces defined in future releases; and
d)	zero, one or more attributes defined in future releases.
The <response-reject> element indicates that a related PROSE_USAGE_INFORMATION_REPORT_LIST message was rejected. The <response-reject> element contains:
a)	<transaction-ID> element containing the parameter defined in clause 11.76.2.1 indicating the value of the transaction ID of the related PROSE_USAGE_INFORMATION_REPORT_LIST message;
b)	<cause-value> element containing the parameter defined in clause 11.76.2.6;
c)	zero or one <anyExt> element containing elements defined in future releases;
d)	zero, one or more elements from other namespaces defined in future releases; and
e)	zero, one or more attributes defined in future releases.
***** End of changes *****

