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1. Overall Description:
CT1 would like to thank GSMA for their LS in C1-242671. CT1 had reviewed the test experiments and would like to provide the following observations:
· Support for the ESM back-off timer is mandatory at the UE from Rel-12 onwards, hence it is expected for Rel-11 or earlier UEs to not support it. Therefore, test results for Rel-11 or earlier UEs are irrelevant and updating the 3GPP specifications will not change behaviour of Rel-11 or earlier UEs.
· The issues observed in the test experiments are seen only in very few UEs.

Although test experiments were about 4G ESM causes #26, #29, #38, CT1 analysed other rejection cause values as well for both 4G and 5G and concluded that:

1) For some session management failures (e.g. cause codes #50, #51, #28) the need for the user to perform power cycle or remove/change USIM cannot be completely removed.
2) UE handling of receiving Attach Reject with EMM cause code #19 does not show any of the issues described and therefore no spec change is needed.
3) The UE can be configured in NAS MO to set back-off timer to a specific value for some reject cause values.
4) Following temporary session management failures are left for the UE implementation to retry:
a. In 4G, the standalone PDN rejection with ESM causes #26, #29, #30, #31, #34, #38 without back-off timer included.
b. In 5G, PDU session rejection with 5GSM causes #26, #29, #31, #38, #67, #69 without back-off timer included.

Since issues observed are rare, CT1 has agreed to fix them from R17 in the attached CRs for an option to retry temporary failed 4G/5G session management procedure with fixed or exponential back-off retry scheme based on internal UE configuration.

2. Actions:
To GSMA group.
ACTION: 	CT1 asks GSMA group to review changes in the attached CRs.

3. Date of Next CT1 Meetings:
CT1#150                           19th August- 23rd August 2024..............Maastricht, NL
CT1#151                           14th October- 18th  October 2024..............China, CN
CT1#152                           18th November- 22nd  October 2024..............Orlando, US
