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* * * Next Change * * * *
6.2.2.1.4	UE requested user plane connection establishment procedure not accepted by the network
If the USER PLANE CONNECTION ESTABLISHMENT REQUEST cannot be accepted, the LMF shall send a USER PLANE CONNECTION ESTABLISHMENT REJECT message.
The LMF may include the Back-off timer value IE in the USER PLANE CONNECTION ESTABLISHMENT REJECT message.
Editor’s note:	It is FFS if the USER PLANE CONNECTION ESTABLISHMENT REJECT message includes a Reject cause to inform of reason for reject to allow different UE handling.
Upon reception of a USER PLANE CONNECTION ESTABLISHMENT REJECT message from the LMF, the UE shall stop the timer T5011 and shall consider the requested establishment of an LCS secured user plane connection between the UE and the LMF as not accepted.
[bookmark: OLE_LINK4]If the Back-off timer value IE is included in the USER PLANE CONNECTION ESTABLISHMENT REJECT message, the UE shall start the timer T5014 with the value provided in the Back-off timer value IE. The UE shall not initiate the UE requested user plane connection establishment procedure, until timer T5014 expires or timer T5014 is stopped.
* * * Next Change * * * *
[bookmark: _Toc160553849]10.3.5.1	Message definition
THE USER PLANE CONNECTION ESTABLISHMENT REJECT message is sent by the LMF to reject the user plane connection establishment request received from UE. See table 10.3.5.1.1.
Message type:	USER PLANE CONNECTION ESTABLISHMENT REJECT
Significance:	dual
Direction:	network to UE
Table 10.3.4.1.1: USER PLANE CONNECTION ESTABLISHMENT REJECT message content
	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	USER PLANE CONNECTION ESTABLISHMENT REJECT message identity
	Message type
11.1.3
	M
	V
	1

	10
	Back-off timer value
	GPRS timer 3
11.3.y
	O
	TLV
	3



[bookmark: _Toc20217915][bookmark: _Toc27743800][bookmark: _Toc35959371][bookmark: _Toc45202802][bookmark: _Toc45700178][bookmark: _Toc51919914][bookmark: _Toc68250974][bookmark: _Toc155127560]* * * Next Change * * * *
10.3.5.y	Back-off timer value
The LMF may include this information element to the UE to request a time interval before procedure retry is allowed.
* * * Next Change * * * *
11.3.y	GPRS timer 3
See subclause 10.5.7.4a in 3GPP TS 24.008 [xx].
* * * Next Change * * * *
[bookmark: _Toc160553871]12.3	Timers of UPP-CM
Timers of UPP-CM are shown in table 12.3.1 and table 12.3.2.
Table 12.3.1: Timers of UPP-CM – UE side
	TIMER NUM.
	TIMER VALUE
	CAUSE OF START
	NORMAL STOP
	ON
THE
1st, 2nd, 3rd, 4th EXPIRY (NOTE 1)

	T5011
	16s
	Transmission of USER PLANE CONNECTION ESTABLISHMENT REQUEST message
	USER PLANE CONNECTION ESTABLISHMENT COMMAND message received
USER PLANE CONNECTION ESTABLISHMENT REJECT message received
	Retransmission of USER PLANE CONNECTION ESTABLISHMENT REQUEST message

	T5013
	16s
	Transmission of USER PLANE CONNECTION RELEASE REQUEST message
	USER PLANE CONNECTION RELEASE COMMAND message received
	Retransmission of USER PLANE CONNECTION RELEASE REQUEST message

	[bookmark: OLE_LINK1]T5014
	
NOTE 2
	USER PLANE CONNECTION ESTABLISHMENT REJECT received with a back-off timer value as specified in subclause 6.2.2.1.4.

USER PLANE CONNECTION RELEASE COMMAND received with a back-off timer value and USER PLANE CONNECTION RELEASE COMPLETE sent as specified in subclause 6.2.1.2.3.
	None
	None

	NOTE 1:	Typically, the procedures are aborted on the fifth expiry of the relevant timer. Exceptions are described in the corresponding procedure description.
NOTE 2:	The value of this timer is provided by the network.



Table 12.3.2: Timers of UPP-CM – LMF side
	TIMER NUM.
	TIMER VALUE
	CAUSE OF START
	NORMAL STOP
	ON
THE
1st, 2nd, 3rd, 4th EXPIRY (NOTE 1)

	T5012
	16s
	Transmission of USER PLANE CONNECTION ESTABLISHMENT COMMAND message
	USER PLANE CONNECTION ESTABLISHMENT COMPLETE message received
USER PLANE CONNECTION ESTABLISHMENT COMMAND REJECT message received
	Retransmission of USER PLANE CONNECTION ESTABLISHMENT COMMAND message

	T5010
	16s
	Transmission of USER PLANE CONNECTION RELEASE COMMAND message
	A USER PLANE CONNECTION RELEASE COMPLETE message received
	Retransmission of USER PLANE CONNECTION RELEASE COMMAND message

	NOTE 1:	Typically, the procedures are aborted on the fifth expiry of the relevant timer. Exceptions are described in the corresponding procedure description.



* * * End of Changes * * * *
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