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This operation shall support the request data structures specified in table 6.1.5.7.2-1 and the response data structure and response codes specified in table 6.1.5.7.2-2.
Table 6.1.5.7.2-1: Data structures supported by the POST Request Body on this resource
	Data type
	P
	Cardinality
	Description

	Result
	M
	1
	Contains the result of downlink messagege delivery when the feature "ReceptionReport" is supported.



Table 6.1.5.7.2-2: Data structures supported by the POST Response Body on this resource
	Data type
	P
	Cardinality
	Response codes
	Description

	n/a
	
	
	204 No Content
	The reception report is successfully.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection, during reception report of downlink data delivery. The response shall include a Location header field containing an alternative URI representing the end point of an alternative V2X application specific server where the uplink message should be sent. Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [22] with the difference: SCEF is replaced by the VAE Server and the SCS/AS is replaced by the V2X application specific server.

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection, during reception report of downlink data delivery. The response shall include a Location header field containing an alternative URI representing the end point of an alternative V2X application specific server where the uplink message should be sent. Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [22] with the difference: SCEF is replaced by the VAE Server and the SCS/AS is replaced by the V2X application specific server.

	NOTE:	The mandatory HTTP error status codes for the POST method listed in table 5.2.7.1-1 of 3GPP TS 29.500 [4] shall also apply.



Table 6.1.5.7.2-3: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative V2X application specific server towards which the uplink message should be redirected.



Table 6.1.5.7.2-4: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	An alternative URI representing the end point of an alternative V2X application specific server towards which the uplink message should be redirected.
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[bookmark: _Toc161950150]6.1.6.1	General
This clause specifies the application data model supported by the API.
Table 6.1.6.1-1 specifies the data types defined for the VAE_MessageDelivery API.

Table 6.1.6.1-1: VAE_MessageDelivery specific Data Types
	Data type
	Section defined
	Description
	Applicability

	AppServerId
	6.1.6.3.2
	Identity of the V2X application specific server.
	

	DownlinkMessageDeliveryData
	6.1.6.2.2
	Contains the downlink V2X message delivery data
	

	GeoId
	6.1.6.3.2
	Geographical area identifier
	

	MessageDeliverySubscriptionData
	6.1.6.2.3
	Contains the V2X message delivery subscription data
	

	Result
	6.1.6.3.34
	Contains the result of the downlink message delivery
	ReceptionReport

	UplinkMessageDeliveryData
	6.1.6.2.4
	Contains the uplink V2X message delivery data
	

	V2xGroupId
	6.1.6.3.2
	The group ID for which the V2X message is addressed
	

	V2xServiceID
	6.1.6.3.2
	The V2X service ID to which the V2X message belongs to
	

	V2xUeId
	6.1.6.3.2
	Identifier of the destination V2X UE
	

	V2xMessagePayload
	6.1.6.3.2
	V2X message payload carried by the V2X message
	



Table 6.1.6.1-2 specifies data types re-used by the VAE_MessageDelivery service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the VAE_MessageDelivery service based interface. 
Table 6.1.6.1-2: VAE_MessageDelivery re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	Bytes
	3GPP TS 29.571 [11]
	String with format "byte" as defined in OpenAPI Specification [6], i.e, base64-encoded characters
	

	DateTime
	3GPP TS 29.571 [11]
	String with format "date-time" as defined in OpenAPI Specification [6].
	

	SupportedFeatures
	3GPP TS 29.571 [11]
	
	

	TestNotification
	3GPP TS 29.122 [22]
	Represents a notification that can be sent to test whether a chosen notification mechanism works.
	Notification_test_event

	Uri
	3GPP TS 29.571 [11]
	
	

	WebsockNotifConfig
	3GPP TS 29.122 [22]
	PRepresents configuration for the delivery of notifications over Websockets.
	Notification_websocket
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The optional features in table 6.1.8-1 are defined for the VAE_MessageDelivery API. They shall be negotiated using the extensibility mechanism defined in clause 6.6 of 3GPP TS 29.500 [2].
Table 6.1.8-1: Supported Features
	Feature number
	Feature Name
	Description

	1
	Notification_test_event
	The testing of notification connection is supported according to clause 6.1.5.3.

	2
	Notification_websocket
	The delivery of notifications over Websocket is supported according to clause 6.1.5.4. This feature requires that the Notification_test_event feature is also supported.

	4
	ReceptionReport
	This feature indicates the support of Reception Report of Downlink Message Delivery.
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