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	Reason for change:
	This TS is NBI but refers to TS 29.500 at many places. Hence a NOTE is added to clarify the same.
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[bookmark: _Toc36040915][bookmark: _Toc97197111][bookmark: _Toc51763767][bookmark: _Toc36041228][bookmark: _Toc83768343][bookmark: _Toc93878929][bookmark: _Toc51189091][bookmark: _Toc57205999][bookmark: _Toc59019340][bookmark: _Toc74769891][bookmark: _Toc96996705][bookmark: _Toc68170013][bookmark: _Toc34153971][bookmark: _Toc43196512][bookmark: _Toc45134559][bookmark: _Toc43481282][bookmark: _Toc24868463][bookmark: _Toc162005505][bookmark: _Toc164887250]7.1	General
MSGin5G APIs allow secure access to the capabilities provided by the MSGin5G.
This document specifies the procedures triggered at different functional entities as a result of API invocation requests and event notifications. The stage-2 level requirements and signalling flows are defined in 3GPP TS 23.554 [2].
Several design aspects, as mentioned in the following clauses, are specified in 3GPP TS 29.500 [4] and referenced by this specification.
NOTE:	This TS refers to 3GPP TS 29.500 [4] for various general protocol aspects but it is an NBI, i.e. used outside of the operator domain, and thus the provisions of 3GPP TS 29.500 [4] related to 3gpp-sbi headers, SCP, SEPP, etc do not apply
* * * * Next change * * * *
[bookmark: _Toc97197116][bookmark: _Toc162005510][bookmark: _Toc164887255]7.3	Usage of HTTP
For MSGin5G APIs, support of HTTP/1.1 (IETF RFC 9110 [11], IETF RFC 9111 [14] and IETF RFC 99112 [10]) over TLS is mandatory and support of HTTP/2 (IETF RFC 9113 [16]) over TLS is recommended.
A functional entity desiring to use HTTP/2 shall use the HTTP upgrade mechanism to negotiate applicable HTTP version as described in IETF RFC 9113 [16].
* * * * Next change * * * *
[bookmark: _Toc93878937][bookmark: _Toc96996713][bookmark: _Toc97197119][bookmark: _Toc162005513][bookmark: _Toc164887258]7.5.1	Resource URI structure
The resource URI structure of all the APIs specified in this document shall be as specified in clause 5.2.4.4.1 of 3GPP TS 29.501 [9].
* * * * End of changes * * * *

